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FOREWORD

This report was prepared by the Electron Beam Department and the
Materials Engineering Department of the Hamilton Standard Division of the
United Aircraft Corporation, Windsor Locks, Connecticut. This contract was
initiated 1 January, 1962 under United States Air Force Contract No.

AF 33(657)-T763, Task No. 735102. The work was administered under the
dfvection of Aeronautical Systems Division, Air Force Systems Command, United
States Air Force, Wright-Patterson Air Force Base, Ohio, with Mr. R. E. Bowman
acting as project engineer.

The work reported herein was performed under the supervision of
Mr. J. W. Meier. This work was terminated 31 December, 1962.

Acknowledgement is made of the valuable assistance of Electron Beam
Leboratory and Materials laboratory personnel, especially Messrs. H. Charland,
M. Millen, W. F. Kearns, M. Mooney, W. H. Colmen, and H. R. Ohlheisger.
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ABSTRACT

High-voltage electron beam welding techniques capable of producing dbutt
welds of optimum strength and ductility were developed for Bl20VCA titanium,
DEAC steel, molybdenum-0.5% titanium to tungsten, and beryllium. Welds were
produced in material thicknesses of 0.125 inch for the Bl20VCA titanium;
0.290 inch and 0.090 inch for the D6AC steel; 0.100 inch, 0,050 inch, and
0.005 inch for the molybdenum-o.b‘% titanium welded to tungsten; and 0.040
inch for the beryllium. The effects of thermal treatments (aging and heat
treating) were investigated in the B120VCA and DGAC by welding and testing
a variety of weld/thermal treatment combinations.

A comprehensive preliminary welding phase was conducted during which the
effects of various welding conditions on weld-zone characteristics were
evaluated by visual, radiographic or dye penetrant, and metallographic
inspection. Welds were evaluated for extent of fusion, grain size, cracking,
porosity, and other pertinent effects.

Butt welds of each material thickness, Joint combination, and thermal
treatment (where applicable) were evaluated for mechanical properties. Weld
tensile properties were determined at room temperature for all conditions,
at temperatures to 2200 F for molybdenum to tungsten, and at temperatures to
1000 F for beryllium. Weld transverse bend ductilities were determined by
bend testing at temperatures to 1000 F. The intermasl-notch tensile
properties (Gi) of B120VCA titenium and DEAC steel were determined at room
;c)gmperature. Room-temperature impact tests were performed on 0.290-inch

AC.

Results of the metallographic and mechanical property investigations of

the electron beam welds were compared with base-metal properties and with
published data for other joining techniques.

PUBLICATION REVIEW
This report has been reviewed and is approved.
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SUMMARY

Techniques were developed for the production of high quality electron
beam welds in several representative aerospace materials; specifically butt
welding techniques vere developed for O. 125-inch B120VCA titanium, 0,290-
and 0,090-inch D6AC low alloy steel, 0.100-, 0.050-, and 0,005-inch molyb-
denum-0,5% titanium to tungsten, and 0.040-1nch beryllium. The Bl20VCA
titanium and DGAC steel were welded in a variety of heat-treated conditions.

Optimum welding techniques were developed through an evaluation of the
effects of welding parameters upon the weld-gone characteristics of a series
of trial welds. Specific welding conditions evaluated included: accelerating
voltage, to 150,000 volts; beam' current, to 21 milliamperes; welding speed,
to 120 inches per minute; beam diameter, 0.010 to 0.025 inch; 60-cycle beam
oscillation, to amplitudes of + 0.200 inch; and beam pulsing techniques,
10 to 3,000 cycles per second with beam on-times of 0.05 to 10 milliseconds.
Trial welds were evaluated by visual, radiographic, dye penetro.nt and
mtallogre.phic techniques.

Final welds were produced in each materia.l thickness s heat treatment
(where applica.‘ble), and Joint combination using the best weld settings
developed during the trial-weld phs.ae of the program.

Highest-quality welds in BI20VCA ti ta.nimn were produced using a slightly
defocused beam that was oscillated in the direction of welding. The 0.090-
inch D6AC steel was also welded with a defocused beam (0.015- inch diameter)
in order to eliminate the weld bead irregularities which appear “to be
characteristi: of electron beam welds in D6AC produced by the consumable
electrode vacuum-cast process. Final weldments in 0.290-inch-DEAC were
produced using a two-psss technique, the second pass serv-ing ‘as a clean-up
pass to smooth the irregular top’ ‘bead. i . .

For all thicknesses of the moly'bdenum-o 5% titanium velded to tungsten
Joint combination beam location relative to the Joint centerline was the most
important single parameter. Location ‘of .the’ beam up to 0,006 inch on the
tungsten side of the Joint produced welds with minimum _fusion, recrysta.lliza-
tion, and grain size. Optimum welds in beryllium were "produced using
moderately high-power densities together with sldvw welding speeda.

All final welda vere inspected by radiographic and dye penetre.nt
techniques. The tensile properties of the welds in all materials were de-
termined at room temperature; at 1600 F, 1900 F, and 2200 F .for the molyb-
denum-0.5% titanium welded to tungsten; and at 500 F and 1000 F for the
beryllium., Weld ductility was determined by transverse bend teating at
temperatures to 1000 F. Ductile-to-brittle transition temperatures were
established from the bend-test results. Impact teata were performed upon
0.290-1inch DAAC welds at room temperature.

Manuscript released by authors 23 January 1963 for publication as an ASD
Technical Documentary Report.
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SUMMARY (Continued)

The fracture-toughness properties of welds in Bl120VCA titanium and
D6AC steel were determined using a recently developed internal-notch tensile
testing technique. This technique, which utilizes a lomd-deflection curve
of an internally notched specimen, was used to calculate Gc* values.

For all materials, the electron beam welds exhibited depth-to-width
ratios greater than and grain sizes less than those generally obtained in
conventionally produced fusion welds in similar material thicknesses.

Electron beam welds in all materials possessed strength properties
that were generally in excess of those exhibited by similer joints produced
by conventionel fusion welding techniques. Welds in heat-treated DAAC ex-
hibited ultimate tensile strengths exceeding 95 percent of base-metal
strength. The tensile strengths of the molybdenum-0.5% titanium to tung-
sten welds at 2200 F and of the beryllium welds at 1000 F were equivalent
to base-metal strengths at similar temperatures. Relative tensile strengths
of the molybdenum-O.S% titanium to tungsten and beryllium welds decreased
with decreasing temperature, reaching at room temperature seventy percent
of the molybdenum-0.5% titanium recrystallized base-metal strength and
sixty-five percent of the beryllium base-metal strength, respectively.,

As might be expected, the transverse bend ductility of the electron
beam weldments was, in general, somewhat lower than that of the correspond-
ing base metals., For beryllium, the ductile-to~brittle transition tempera-
ture was 640 F above the base-metal transition temperature. All thicknesses
of the molybdenum-0.5% titanium welded to tungsten exhibited transition tem-
peratures at least 225 F lower than electron beam weldments in equivalent
thicknesses of tungsten welded to itself. Both the cold rolled and aged
B120VCA base metal and the Bl20VCA electron beam welds in all aged conditions
were able to withstand bend angles of only twenty degrees prior to failure,
when tested at temperatures up to their respective aging temperatures.
Electron beam welds in DBAC steel that were heat treated after welding
exhibited a transition temperature approximately 30 F above the heat-treated
base-metal transition temperature. When welded in the less ductile heat-~
treated condition,the resultant weld ductile-to-brittle transition temperature
was approximately 80 F above the base-metal transition temperature.

The results of fracture-toughness testing of Bl20VCA titenium welds
revealed that electron beam welds in all aging conditions of this titanium
alloy exhibit fracture-toughness propertles superior to those of the base
metal in equivalent aged conditions.

The fracture-toughness and impact properties of DEAC steel tested in
the as-welded condition were poor because of extremely hard and brittle
untempered martensite present in the fusion zone. However, when heat
treated or tempered subsequent to welding, the D6AC weldments retained up
to seventy percent of the base-metal fracture toughness.

Analysie of tensile and frecture-toughness data for 0.290-inch D6AC
indicated the presence of an inherent weld zone discontinuity resulting




SUMMARY (Continued)

from the extremely columnar grain solidification pattern of the fusion zone.
This intergranular discontinuity, not detected by normal weldment inspection
techniques, in combination with the brittle untempered martensite present in
welds tested without post-welding thermal treatment, contributed to the low
ductility and fracture-toughness exhibited by the 0.290-inch DGAC welds.




INTRODUCTION

The increased materials demand of aerospace technology has created new
uses for a spectrum of materials. All-beta titaniums, high-strength tool
steels, refractory metals, and beryllium are Jjust four of the varied classes
of materials currently in use. The production of reliable Jjoints of
adequate strength, and in many cases with a minimum of post-weld treatment,
is a definite requirement for present and future production.

The high-voltage electron beam welding process, with its inherent
minimal energy input to the workplece and relatively narrow weld zones,
offers a welding technique which shows promise of being able to satisfy the
above mentioned reliability and minimum processing requirements. In the
relatively few short years since its introduction as a jJoining technique,
the electron beam process has demonstrated its ability to reliably join
almost all metals and alloys known to modern-day technology. In addition, a
wide variety of dissimilar metal jJoints (metallurgical compatability of the
base materials being the limiting factor) and materials in various thermal
treatments have been successfully welded. All of these advantages indicate
increasing use of the electron beam welding process in aerospace technology.

The program reported herein was undertaken to investigate the
application of electron beam welding as a Joilning technique for the following
materials: B120VCA, an all-beta titanium alloy; D6AC, a low alloy high-
strength steel; molybdenum-0.5% titanium to tungsten, a dissimilar re-
fractory metal joint; and beryllium, a light structural metal. The
objJective was to develop techniques for producing butt weldments in these
materials. For the B120VCA titanium and DAAC steel, a variety of thermal
treatments were investigated.




CONCLUSIONS

Results of the electron beam wvelding program on serospace materials
lead to the following conclusions:

1. High quality butt welds can de produced in commercially available
B120VCA titanium, DAAC low alloy steel, arc-cast molybdenum-0.5%
titanium welded to pure tungsten, and QMV-grade beryllium. For
all materials welded, relative grain size, fusion and heat-affec-
ted szone widths, and mechanical properties were generally superior
to arc welds in similar materials and thicknesses.,

2. With slight modification of existing welding equipment to coatrol
the exhausting of toxic vapors, beryllium can be reproducibly
welded by high-voltage electron beam techniques:

Highest quality welds in beryllium are associated with
welding performed using a moderately high power density
and slow welding speed.

Beryllium welds produced during this program exhibited
strengths equivalent to base metal at 1000 F. Relative
tensile strength decreased with decreasing testing
temperature, reaching sixty-five percent of base-metal
strength at room temperature, The tensile and bend
duectilities of these welds were lower than those
assoclated with base metal.

Based on metallographic studies, improvement in weldment

. mechanical properties can be expected with further

optimization of weld-zone microstructure.

.3. The joint combination of molybdenum-0.5% titanium welded to
tungsten readily lends itself to febrication by high-voltage
electron beam techniques:

Welds with minimum fusion and recrystallized zones and
relatively fine grain size are produced in molybdenum-0.5%
titanium welded to tungsten when the beam 1s located up to
0,006 inch on the tungsten side of the joint and welding is
performed using a high power density beam and moderately
fast welding speeds.

In the temperature range of 1600 to 1900 F, the tensile
strengths exhibited by Joints produced in molybdenum-0.5%
titanium welded to tungsten by electron beam techniques
exceeded joint strengths of electron beam welds in either
tungsten or molybdenum-0.5% titanium welded to themselves.
At 2200 F, the molybdemum~0.5% titanium welded to tungsten
possessed tensile strength equivalent to molybdenum-0.5%
titanium base-metal strength.




CONCLUSIONS (Continued)

The transverse bend ductility of electron beam welded
molybdenum-0.5% titanium to tungsten falls into the range

of values established for electron beam welds in each
respective thickness of molybdenum-0.5% titanium and tungsten.

4, The susceptibility of the Bl20VCA titanium to weld-bead surface
undercutting made it necessary to modify welding techniques in
order to produce smooth, non-undercut welds:

a,

Optimum weld-bead surface quality was obtained when welding
vas performed using a slightly defocused beam that was
oscilllated longitudinally with respect to the welded Joint,.

Electron beam welds in B120VCA retained seventy-percent of
base-metal tensile strength; however, the base-metal
strength level tested (in excess of 220,000 psi) was higher
than generally utilized for this alloy.

Fracture-toughness properties of electron beam welds in all
tging conditions of Bl20VCA were generally superior to those
of the base metal in equivalent aged conditions.

The high strength level of the B120VCA base metal used in
the program contributed to the poor transverse bend ductility
in both base metal and electron beam welds.

5. As with the B120VCA titanium, modified welding techniques were
required to produce smooth continuous weld beads in DGAC steel::

a.

b'

d.

Weld-bead auality was dependent upon welding with a slightly
defocused beam.

The combination of the extremely high hardenability of the
D6AC steel and the rapid quench rates associated with
electron beam welding creates a solidification mechanism
which produces a brittle martensite in the fusion zone.
Immediate tempering is required to prevent cracking and
improve mechanical properties.

The room-temperature tensile strength of electron beam welds
in both thicknesses of DBAC steel exceeds ninety-percent of
base~metal strength vhen welded in the heat-treated condition.

Weldments in DGAC steel that were given an immediate post-
welding temper exhibited the highest tensile ductility, re-
taining sixty-percent of heat-treated base-metal ductility.
Fracture-toughness results indicated higher toughness for
veldments with post-welding thermal treatment.




6.

CONCLUSIONS (Continued)

Considerable improvement in strength and ductility of electron beam
welds in B120VCA titanium and DAAC steel can be achieved using
welding parameters which produce deep narrow weld gones of minimum
energy input. The surface irregularities that characterize B120VCA
and DGAC welds produced under such conditions can be eliminated by
using a second clean-up pass, or filler metal of base-metal com-
position.




RECOMMENDAT TONS

The following recommendations are based on the results of the program:

1.

Further work with beryllium should be conducted to develop optimum
high-power-density electron beam welding techniques which produce
random, fine-grained weld zone microstructures. Investigetion
should be conducted to determine if any relationship exists a.mong
chamber pressure, input power density, and weld quality.

The successful welding technioues developed in the present program
for welding molybdenum-0.5% titanium .to tungsten should be evaluated
as production techniques through the welding of prototype parts.

The prototypes should represent a variety of configurations and
should be evaluated by techniques pertinent to the end use of the
parts.

To provide further impro.ement in the strength and ductility of
electron beam weldments in B120VCA titanium and DAAC steel, high-
power-density electron beam welding techniques should be developed
using filler metal of base-metal composition as a means of eliminat-
ing undercutting and other surface discontinuities associated with
the deep, narrow weld zones with minimum fusion and heat effect

in these materials.

The use of preheating and an immediate post-weld thermal treatment
should be investigated for DAAC steel. Evaluation should be con-
centrated on obtaining weld zone microstructures free from any
brittle untempered martensite.

Further work should be conducted on the high-voltage electron beam
welding of Bl20VCA titanium in an optimum aged condition. The
proper aging treatment should be selected through a comprehensive
tensile and fracture-toughness testing program designed to determine
the optimum combination of strength and toughness for a given
strength level,




Description of Tests

Material

All material used throughout the welding program was representative of
commercially available B120VCA titanium, DEAC steel, molybdenum-O.5% titanium,
pure tungsten, and beryllium. A complete list of the material used in the
program is found in Table 1,

B120VCA titanium was received in the solution-treated condition. Two
plate thicknesses were obtained to be used for the various processing and
aging combinations. 0.125-inch plate solution treated after fabrication was
aged by normal procedures, and 0.250-inch solution-treated plate was cold
rolled to a cross-section of 0.125 inch to investigate the weldability of
B120VCA plate aged to the high strengths obtainable in the cold-worked
condition. Cold rolling to a reduction of 50% was performed using 21
reduction passes.

DAAC steel, produced as consumable electrode vacuum-cast material, was
obtained in the annealed condition. Both the 0,320-inch and 0.110-inch
thick plaete were received in the as-rolled condition and consequently plate
surfaces were characterized by hot-rolling scale and decarburization to a
thickness of 0.015 inch. Surface grinding of all DEAC steel vas required
to produce plate suitable for welding and testing. Final DAAC plate
thicknesses used in the program were 0.290 inch and 0.090 inch.

Molybdenum-0.5% titanium (Mo-0.5% Ti) and pure tungsten in sheet
thickness of 0.100 inch, 0.050 inch and 0.005 inch were transferred to the
program from a previous welding program conducted under ASD sponsorship.*
Additional Mo-0.5% Ti and pure tungsten sheet 0.050-inch thick were
obtained to supplement the material available. All of the Mo-0.5% Ti was
arc-cast material; the pure tungsten was produced by powder metallurgy
techniques.,

QMV grade beryllium in a sheet thickness of 0.040 inch was supplied
by the Air Force. This sheet was produced in en early phase of the Air
Force sheet rolling program and may not be representative of that produced
in the later phases. A complete description 5f the materials appears in
Results of Tests, Base Metal.

Machining

Standard machining procedures were used for the cutting, grinding,
milling, drilling and polishing of both the B120VCA t{tanium and the DGAC
steel,

The hot-rolling scale and decarburization present on both thicknesses
of DAAC steel were removed through a series of grinding operations. Initially,
both faces of the plates were rough ground to a predetermined depth using a
Blanchard grinder, Finel finishing operations were performed on & standard
surface grinder. All surface grinding was performed in a direction parallel
to the sheet rolling direction. Figure 1 illustrates the 0.300-inch (nominal)

*AF §§l§i3$-7539, Task No. 73516




Description of Tests (Continued)
DEAC plate in both the as-received and surface ground condition.

Spark-erosion techniques were used for the machining of thefinternal-
notch configuration into the Bl120VCA titanium and both thicknesses of the
DOAC steel. In all cases, highest quality cuts were obtained using graphite
electrodes and employing slow feeds and a two-ampere discharge current. Due
to the inherent brittleness of both the Mo-0.5% Ti and tungsten, specialized
and carefully controlled machining procedures were required. Techniques
developed at Hamilton Standard during a previous Mo-0.5% Ti and tungsten
welding investigation were used throughout the present program. These
machining procedures are discussed in detail in the summary technical report
for that program.l :

Machining of beryllium was performed on a subcontract basis due to the
toxicity of the material and the lack of established facilities and
procedures required to safely perform machining operations at Hamilton
Standard.

Machined surfaces on all Mo-0.5% Ti, tungsten, and beryllium specimens
subjected to mechanical testing were polished to minimize machining defects
vhich could propagate premature failure. For Mo-0.5% T1 and tungsten,
machined surfaces were chemically polished by a five-minute immersion in a
8- 'ution of 67% lactic acid, 22% HNO3, and 11% HF followed by a water rinse.
The beryllium machined surfaces were chemically polished by five-minute
immersion in & solution of 2% HF, 40% HNO3, and 58% HoO followed by a water
rinse. (All percentages volume percent.) After machining, all specimens
intended for final welding or for mechanical testing were inspected for
cracks and leminations.

Thermal Treatments

The aging treatments used in the subject program for both the solution
treated and the solution treated and 50% cold-rolled B120VCA titanium base
metal and weldments were based on highest consistently attainable tensile
strength values of 0,125-inch thick specimens.

The aging response of the 0,125-inch solution-treated B120VCA titanium
was determined at a temperature of 900 F and at aging times of 12 to 96
hours. The results of this evaluation are shown in Figure 2. The material
exhibited an axcellent aging response as indicated by the maximum tensile
gtrength obteined (226,000 psi). Based on the strength values shown in
Figure 2, the optimum aging treatment for the 0.125-inch solution~treated
B120VCA titanium was chosen as T2 hours at 900 F.

The aging response of the 0,125-inch thick solution treated 50% cold-
rolled (received as 0.250-inch solution-treated plate) B120VCA titanium was
determined at a temperature of 800 F and at aging times of 4 to 20 hours.

The results of this evaluation are shown in Figure 3. The material exhibited
a good aging response as indicated by the maximum tensile strength obtained
(250,000 psi) for a 16 hour aging treatment. The 12 hour aging treatment
produced a slightly lower tensile strength (244,000 psi) than the 16 hour

10




Description of Tests (Continued)

aging treatment, but the elongation values were slightly higher and there
was & greater spread belween tensile-strength values and yield-strength
(0.2% offset) values, Therefore, the optimm aging treatment for the 0,125
inch solution treated and 50% cold-rolled B120VCA titanium was chosen as 12
hours at 800 F.

Severe surface contamination on a trial lot of the solution-treated
B120VCA titanium appeared after aging at 900 F for 72 hours in air. There-
fore, all 72 hour aging treatments at 900 F were performed in an argon
atmosphere. Aging at 900 F for 72 hours in argon produced only minor
surface contamination which was equivalent to that resulting from the 800 F -
12 hour -~ air atmosphere aging treatment.

The surface contamination resulting from both titanium aging treatments
was easily removed by the following cleaning procedure:

A. Rinse specimens in warm (110 F) solution of one (1) part HF,
10 parts HNO3, and 20 parts HpO up to five minutes.

B. Water rinse.

C. Rinse off scale in hot (150 F) 30% aqueous soluticn of HpSOy
up to five minutes.

D. Water rinse and air dry.

All B120VCA titanium specimens were cleaned as above prior to aging.

In order to produce optimum properties at a strength level of approxi-
mately 240,000 psi (Rockwell C50 hardness) the following heat treatment was
chosen for both thicknesses of DEAC low alloy steel base metal and weldments:

A. Copper plate for surface protection.

B.* Fixture to prevent distortion.

C. Austenitize at 1600 F for one (1) hour, or one hour per inch of
thickness, in endothermic atmosphere.

D. O01il quench (120 - 140 F oil, severely agitated)
E. Air cool to room temperature.
*  Fixture at this step if not done prior to hardening

F. Double temper at 700 F, four (4) hours each, with intermittent
and final air cool to room temperature.

G. Remove fixtures.

H. Strip copper plate.

11
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Description of Tests (Continued)

The endothermic atmosphere was used to prevent surface decarburization.
The generated gas, which contained CHy, CO, Hp, and N2, was adjusted to
neutrality toward the DEAC by controlling the dew point. A protective
thickness of electroplated copper was applied to the DAAC as an additional
guard against surface decarburization.

Distortion of the 0.090-inch DEAC was minimized by fixturing prior to
hardening or prior to tempering depending on the size of the load.

Base-metal Evaluation

All material used in the program was visually inspected in the as-
received condition. Particular emphasis was placed upon the inspection of
the tungsten, Mo-0.5% Ti, and beryllium sheet for cracks, laminations, and
general surface quality.

Samples extracted from each material thickness were subjected t»
chemical analysis, Metallic alloying elements and impurities were de-
termined by spectrographic analysis, oxygen and hydrogen contents were de-
termined by vacuum fusion analysis, and the nitrogen content was determined
by the Kjeldahl method. Carbon analyses for the tungsten and molybdenum-

" 0.5% titanium were supplied by the material vendors. The beryllium was not
analyzed; however, an analysis was supplied by the sheet fabricator.

Thorough metallographic evaluation was performed on all material
‘thicknesses in the as-received condition. Additional evaluation was per-
formed on B120VCA titanium and DGAC steel after heat treatment, and tungsten
and Mo-0.5% Ti after recrystallization. The evaluation included hardness
testing and metallographic examination for the presence of inclusions (such
as carbldes, nitrides, and oxides), laminations, and other defects that
would inhibit weldability.

All specimens for metallographic examination were mounted in bakelite
and prepared for examination by standard grinding and polishing techniques,
Microstructures were revealed by etching using the etchents and etching
procedures listed in Table 2.

Diamond - pyramid hardness values were determined on a Zwlck Miero-
hardness Testing Machine, All microhardness determinations were made using
a 200-gram load.

Room-temperature tensile tests were performed on all materials in all
thicknesses and heat treatments (where applicable). In addition, tensile
tests were performed on the 0,050-inch Mo-0.5% T1 at 1600 F, 1900 F, and
2200 F; on the 0.050-inch tungsten at 2200 F, and 2500 F, 2800 F; and on the
0.040-inch beryllium at 1000 F. The specimens used for both room and
elevated-temperature tensile testing are shown in Figures L through 7.

During the room-temperature tensile testing of tungsten, Mo-0.5% Ti,
and beryllium, the fixture shown in Figure 8 was employed. The fixture was
equipped with a rigid, removable member which isclated all stresses from the

T
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Description of Tests (Continued)

tensile specimen during test setup. This minimized premature brittle
failures induced by specimen mishandling. The fixture also provided a more
positive method of gripping the specimens during application of the tensile
load.

Elevated-temperature tensile testing of beryllium was performed in a
stagnant air atmosphere using a standard ceramic muffle type tensile testing
furnace. The beryllium tensile specimen was contained within the furnace
in a protective tube-pull rod assembly shown in Figure 9. This protective
tube served to confine all beryllium particles that were produced during
failure of the specimen.

Elevated-temperature tensile tests of both tungsten and Mo-0.5% Ti vere
conducted in a Nb.rshaP 3000 F tensile testing furnace at a vacuum of
approximately 1 x 10=% millimeters of mercury. Figure 10 illustrates the
furnace and control console in operating position. The specimen pull-~rod
and gripping assembly for the high temperature tests is shown in Figure 11.
The grips, either tungsten or Mo-0.5% Ti bar, depending on the testing
temperature, were threaded into Inconel X pull rods, which operated in cooler
regions of the furnace. The tensile specimens were held in the grips with
tungsten pins. To minimize stresses, and thus eliminate specimen failure
during setup, a close-fitting, smooth walled tube was placed in the furnace
prior to specimen -pull rod insertion. This tube gulded the assembled pull
rod and gripping unit into position and also protected the furnace heating
elements from damage during setup. Temperature measurements were made at
the specimen surface with a platinum/platinum - 10% rhodium thermocouple.
All specimens were stabilized at temperature for five minutes prior to -
testing. The short time at temperature was justified because of the long
heat up times (approximately one hour) and the relatively thin specimen
cross-section.

Transverse bend-ductility tests were conducted at room temperature on
all materials in all thicknesses and heat treatments (vwhere applica.ble).
Figures 12 through 15 illustrate the bend-test specimen configuration. All
specimens were bent about an axis parallel to the material surface but
perpendicular to the sheet rolling direction. As the 0.050-inch tungsten,
0.0k0-inch beryllium all aged titanium, 0.290-inch annealed DEAC, and all
heat treated DAAC were brittle at room temperature, their ductile-to-brittle
transition temperatures were determined by bend testing at temperatures t¢
1000 F. :

The elevated-temperature and room-temperature bend tests were conducted
using the setup 1llustrated in Figure 16, The figure shows the ambient box
and heating coils used for obtaining elevated temperatures. During the test,
spans of 2 inches for Bl120VCA and 0.090-inch D6Ac, 4.5 inches for the 0.290-
inch DGAC, and 1 1/4 inches for Mo-0.5% Ti, tungsten, and beryllium were
maeintained between specimen supporting shoulders., Bend radil employed for
the various material thicknesses are listed in Table 3, The rate of
deflection used for all bend testing was 0.5 inch per minute. At elevated
temperatures the specimen temperature weas continuously monitored with a
thermocouple placed in direct contect with the specimen., All specimens were

13
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Description of Tests (Continued)

bent until failure occurred or the limit of the fixture was reached.

Subsequent to bend testing, the specimens were visually examined to
determine the degree of ductility exhibvited in the failure. Angle of bend
at failure vwas defined as the angle through which the specimen was bent,
from the horigontal plane, at the onset of failure. To serve as a standard

for the comparison of weld and base-metal properties, the ductile-to-brittle

transition temperature was arbitrarily defined as the temperature at which
a bend angle of 30 degrees was achleved before initiation of failure.

Internal-notch fracture toughness ("G,") tests were conducted at room
temperature on DEAC steel and B120VCA tita.nium in all thicknesses and heat
treatments. A detailed description of the procedures and theory entailed
in this highly speclalized testing is presented in Appendix A,

Figures 17 and 18 illustrate a typical center-notch "G," specimen.
Figure 19 illustrates a "Gc" specimen in place in a standard Tinius Olsen
60,000-pound Universal Tensile Machine prior to testing. The special "Gy "
self-aligning clamping fixtures are shown in Figure 20.

Prior to testing, both tips of the central notch in the "G," specimen
were fatigue cracked using a Krouse Plate Cyclic Bending Machine shown in
Figure 21. The apparent surface-crack lengths at each notch tip were
inspected to ensure the existence of a "through" crack.

The specimen was bolted finger-tight in the self-aligning fixture and
preloaded to 2000 pounds. After readjusting the specimen for good

alignment, the specimen bolts were tightened with a wrench, and the apparent
tip-crack lengths recorded. A specially bullt, medium-magnification, 2-inch
gauge length, extensometer was clamped in place and the specimen tested at a

constant sirailn rate of O.l-inch per minute to failure.

After failure, all fracture surfaces were evaluated for type of failure,

percent (%) shear, extent of "wing" cracks, and any abnormelities.

An autographic plot of load vs. strain wes used to calculate the crack
length at the initiation of fast fracture, the net section stress, and the
fracture toughness,

Impact tests were performed at room temperature on all heat treatments
of 0.290-inch DAAC., The substandard size specimen used for impact testing
is shown in Figures 22 and 23. Testing was performed on a standard
pendulum-type impact testing machine.

Welding Equipment

All welding was performed on a Hamilton-Zeise high-voltage, high power-

density electron beam welding machine. The Hamilton-Zeiss equipment,
Figure 24, is rated at three kilowatts, with accelerating potentials to
150,000 volts and beam currents to 20 milliamperes. Beam spot size can be

controlled by electromagnetic focusing to a diameter of less than 0.010-inch.
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Description of Tests (Continued)

A schematic of the electron gun is shown in Figure 25. The electrons
are formed and accelerated and the initial focus is determined by the triode-
type electron gun in the upper portion of the schematic. The triode gun
design permits regulation of the beam current independent of accelerating
potential. Thue, beam current can be continuously varied from zero to 20
milliemperes at any accelerating potential. The grid also permits pulsing
of the beam by cyclic variation of the grid voltage.

The optical system, apparent in the center of the column, is designed
80 that weld location can be precisely controlled by viewing the workpiece
coaxially with the electron beam at magnfications of 20 or LO power., The
optics not only permit exact location of beam impact point, but also permit
viewing of the joint during welding. Optical viewing was invaluable during
the preliminary phases of this program to observe the phenomena occurring
during and immediately subsequent to the welding operation; and, of course,
the optics were used continually for precise location of the beam at the
desired location.

The electromegnetic beam deflection system permits oscillation of the
electron beam in a wide variety of modes. Excitation of the deflection coils
with an AC electrical signal induces beam oscillation at corresponding
frequencies and wave shapes to a maximum amplitude of + 0.25 inch., The
utilization of beam oscillation provides wide control of heat distribution
to the workplece,

Specific welding condition ranges available for the Hamilton-Zeiss
3 KW welding machine are summarized as follows:

Accelerating Voltsge 0 to 150,000 volts

Beam Current 0 to 20 milliamperes
Maximum Beam Power 3 kilowvatts

Welding Speed 0 to 120 inches per minute
Beam Oscillation Amplitude 0 to 0.250 inch

Beam Pulsing Rate 0.1 to 3000 cps

Beam Pulse on Times 0.05 to 10 milliseconds

Trial Welding

A comprehensive trial-welding program was conducted on each material
thickness, heat treatment (where applicable), and Joint combination to
esteblish the best welding techniques. The primary purpose of trial welding
vas t0 establish welding parameters for each material thickness, heat-treat
variation, and joint combination that gave butt welds of optimum appearance,
strength, and ductility.

Approximate welding conditions required for each material thickness,
heat-treat variation, and joint combination were established by meking weld
passes at a veriety of settings in solid blocks of material. Parameters
studied included accelerating voltage, beam current, welding speed, beam
oscillating conditions, location of beam focal point in relation to work-
plece surface, and location of beam in relation to joint centerline for the
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Description of Tests (Continued)

tungsten-to-Mo-0.5% T1 weldments (tungsten/Mo-0.5% Ti).

Experience has shown that under identical welding conditions, weld zone
characteristics developed in 50114 material closely approximate those
developed in actual butt welds. Therefore, analysis of a cross-section of
a8 weld pass in s0lid material provided a rapid method of determining the
range of settings required for an actual butt weld.

Trial butt welding was performed on the specimens illustrated in
Figures 26 and 27. To provide good fit-up, the mating edges of apecimen
pairs were finish ground to approximately 32 RMS with sharp, non-broken
edges., ZIDefore welding, all specimens were degreased in hot trichloroethylene
and then chemically cleaned. The cleaning solutions used for all materials
velded are listed in Table 4, A typical butt-welding fixture is 1llustrated
in Figure 28. The pleces for welding were butted together and held in place
by hold-down streps.

Butt welds at a variety of settings were produced in all material
thicknesses, heat-treat variations, and material combinations. Table 5
lists the ranges of settings used for each joint type. Throughout the
trial welding phase of the program, feedback from previous trial-weld
evaluation was utilized for selection of trial-weld settings.

Trial-Weld Evaluation

The purpose of trial-weld evaluation was to determine, by variocus weld
evaluation procedures, which combination of welding-machine settings
produced the weld-zone characteristics that would promote optimum overall
wveld appearance, weld strength, and ductility. The best settings
established in trial welding would then be used for producing welds for
final testing.

The evaluation procedure was conducted in three general phases: (1)
Visual inspection, (2) metallographic evaluation, and (3) fluorescent
penetrant, magnetic particle, and radiographic inspection. Welds which were
unacceptable with regard to visual inspection were either rejected immediately
or vwere metallographically evaluated for microstructure characteristics.
Naturally, all welds that were visually acceptable were also subjected to
metallographic evaluation. Radiographic and fluorescent penetrant inspections
were applied only to trial welds associated with welding conditions being
considered for final welding.

Visual inspection of the welds was performed on all specimens. In fact,
in many cases, the workplece itself was observed during and immediately
after welding through the welding-machine optical viewing system. All welds
were visually inspected for undercutting, cracking, extreme bead roughness,
and similar surface effects.

Metallographic examination of the welds was performed on specimens

mounted and suitadly prepared for metallographic evaluation following the
same procedures used for the base metal. For butt welds in all materisls,
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Description of Tests (Continued)

cross-sections of the welds taken normal to the welding direction were
examined. Trial veldments in the 0.005-inch tungsten/Mo-0.5% Ti were
evaluated by micro-examination of the weld beads. Previous experience has
shown that examination of weld beads, rather then weld cross-sections, of
relatively thin joints yields more meaningful results.

Weld microstructures were evaluated for overall weld quality and
soundness. Particular emphasis was placed on determining the degree of
penetretion, extent of fusion and heat-affected zones, grain sige, and
grain solidification pattern. The weld zones were also examined for micro-
cracking ard microporosity. Examination was conducted both before and after
etching. The same etchants used for base-metal evaluation were used during
the trial-weld evaluation phase of the program.

Fluorescent penetrant, magnetic particle, and radiographic inspection
techniques were used on welds produced by the potential final weld settings.
Because of the narrowness of electron beam welds, careful radiographic
inspection techniques, including radiographing the weld at a 30 degree angle
across the seam, were required.

The selection of final weld settings was guided by the results obtained
during trial-weld evaluation.

Final Welding

The best welding techniques established in trial welding were used to
produce butt weldments for mechanical property evaluation in the following
material conditions:

I. Bl120VCA Titanium

a. 0.125-inch solution treated - aged T2 hours at 900 F - welded

b. 0.125-inch solution treated - welded - aged 72 hours at 900 F

¢. 0.125-inch solution treated - cold rolled 50% - aged 12 hours at
800 F - welded

II. DEAC Steel

a. 0.290- and 0.090-inch - annealed - heat treated - welded

b. 0.290- and 0.090-inch - annealed - heat treated - welded - stress
relieved

¢. 0.290- and 0.090-inch - annealed ~ welded - heat treated

III, Molybdenum-0.5% Titanium Welded to Tungsten

a. 0.005-inch Mo-0.5% Ti welded to 0.005-inch tungsten
b. 0.050-inch Mo=0.5% Ti welded to 0.050-inch tungsten
¢. 0.100-inch Mo-0.5% Ti welded to 0.100-inch tungsten

IV. Beryllium

a. 0,040-inch beryllium
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Description of Tests (Continued)

The final-weld specimen configurations are illustrated in Figures 29
through 38. The specimens were manufactured so that the edges for welding
were perpendicular to the rolling direction. All specimens were cleaned
and fixtured by the same techniques used in trial welding. Butt welding
was performed perpendicular to the sheet rolling direction. The final weld
settings used for each material thickness, heat treat-variation and joint
combination are listed in Table 6.

In order to protect final weldments against pick up of contaminents
from the welding fixture, the slot in the welding fixture shown in Figure 28
was always lined with strips of material corresponding to the base material
being welded. This procedure was especially important when weldlng titanium
and the refractory metals, materials that are sensitive to contamination
by foreign atoms.

Representative final weldments in the several materials are shown in
Figures 29 through 38.

Final Weld Evaluation

All final weld specimens were visually examined for undercutting, weld
cracking, and degree of penetration. Fluorescent penetrant, magnetic
particle, and radiographic inspection techniques were used on all specimens
for the detection of cracks and porosity. Representative final weld
specimens from each material thickness, heat-treat variation, and joint
combination were inspected by metallographic techniques for extent of fusion
and heat-affected zones, grain size, and grain solidification pattern. Micro-
‘hardness values were determined in weld-zone cross-sections by testing
techniques similar to those used on base metal. Microhardness surveys
were made across representative final weldments in all material thickness
and thermal treatment combinations.

The tensile properties of electron beam weldments were evaluated at room
temperature for all processing end aging variations of B120VCA titanium, all
material thicknesses and heat treatments of DGAC steel, 0.04O-inch beryllium,
and on 0.050-inch tungsten/Mo-O.s% Ti, TIn addition, tensile properties of
0.040-1nch beryllium end 0.050-inch tungsten/Mo-0.5% Ti vere evaluated at
elevated temperatures. Elevated-temperature tensile tests were performed on
specimens of 0.050-inch tungsten/Mo-0.5% Ti at 1600 F, 1900 F, and 2200 F
and on specimens of 0.,0LO-inch beryllium at 500 F and 1000 F. Specimens
and testing procedures were similar to those used for base-metal tensile
" property evaluation. All tests were performed on weidments in the as-welded
condition; that is, the originel weld-bead surface was intact with no
machining clean-up. Specimens were either tested as-welded, heat treated,
or stress relieved, depending upon the condition to be tested. After
frecture, all specimens were examined for origin (weld or base metal) of
fallure.

The transverse bend-ductility and ductile-to-brittle transition

temperatures were determined for electron beam weldments in all processing
and aging variations of B120VCA titanium, all heat-treat variations of the
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Description of Tests (Continued)

0.090-inch DOAC steel, all thicknesses of tungsten/Mo-0.5% Ti, and 0.0LO-

inch beryllium. The specimens and testing procedures were similar to those
used on the base metal.

During all bend testing, the face of the weld (beam impingement side)
was placed in tension. As with the base metal, the specimens were visually
inspected after test to determine the angle at failure, The location of
failure, relative to the joint centerline, was also noted,

The fracture toughness of weldments in all processing and aging
variations of Bl120VCA and all heat-treat variations of the 0.090-
inch D6AC steel was determined at room temperature. Specimens and testing
procedures were similar to those used for base-metal fracture toughness
property evaluation., All weldments were tested with the original weld bead
intact. Emphasis was placed on the careful placement of the center notch
within the fusion zone. Figure 39 illustrates a fracture-toughness tensile
specimen in a typical final weldment.

The room-temperature impact properties were determined for weldments
in all conditions of 0.290-inch DAAC. Specimens and testing procedures
- similar to those used for base-metal evaluation were employed.
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Results of Tests

Base-metal Evaluation Results

Results of chemical analyses of each material thickness appear in
Teble 7.

With the exception of the poor surface condition existing on the hot-
rolled DAAC plate, visual examination of the as-received base metal failed
to reveal any cracks, laminations or other defects.

Representative sections of all base metal in all conditions are
1llustrated in Figures 4O through 60. Metallographic examination of the
as-received materials showed, in general, a lack of detectable inclusions
with the exception of the 0.050-inch Mo-0.5% Ti base metal. Inclusions
were revealed in 0.050-inch Mo-0.5% Ti after electropolishing. These
inclusions are apparent in Figure 50.

Decarburization to a depth of 0.015-inch below the surface was found
in both thicknesses of DBAC plate. Figure 61 shows a cross-section of DAAC
both before and after removel of the decarburized surface layer. The results
of hardness tests performed on all material thicknesses and conditions are
listed in Table 8.

Base-metal tensile test results at both room and elevated temperatures
(vhere applicable) are presented in Table 9., For reference, the variation
of base-metal strength with temperature is shown in Figure 97 for 0.050-inch
tungsten and Mo-0.5% Ti and in Figure 73 for 0.040-inch beryllium. Due to
the extreme brittleness of the tungsten base metal, all of the tensile
specimens tested at room temperature failed prematurely, with the failures
occurring outside of the reduced gauge section.

The ductile-to-brittle transition temperatures determined for the
various material thicknesses and heat treatments are listed in Table 10. In
all cases, the ductile-to-brittle transition temperature was arbitrarily
chosen to be that temperature at which a bend angle of 30 degrees was
achieved before the onset of cracking.

The tensile and bend properties of the 0.050-inch Mo-0.5% T1 and
tungsten base metal utilized during the welding investigation conducted
under Air Force Contract Number AF 33(616)-7T439 Task Nurber 735102 are
presented in Table 11 along with the weldment mechanical property data.
These strength and ductility properties are presented since mechanical
property test data for the Mo-0.5% T1 and tungsten welded to themselves
(under the above referenced contract) will be used as base-line data for
the evaluation of Mo-0.5% T{ welded to tungsten.

The results of internal-notch tensile tests performed at room
temperature on all processing and aging variations of Bl20VCA and on bdoth
thicknesses of D6AC in all heat treatments are listed in Table 12,
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Results of Tests (Continued)

Room-temperature impact tests performed on heat treatment variations
of DAAC are summariged in Table 13,

Beryllium Trial-weld Evaluation Results

Best results were obtaired in electron beam welding of beryllium by
using moderately high power densities and slow welding speeds. The
resultant welds were sound, crack-free, and exhibited good Joint strengths.

Photomicrographs showing weld cross-sections and microstructures for
the 0.040-inch beryllium are presented in Figures 62 through 68. Figure 62
shows the effect of welding at a slow speed. Figure 63 represents a weld
mede at a relatively fast welding speed. Figures 64 and 65 illustrate the
effects of welding at relatively fast speeds using longitudinal and circuler
beam oscillation. Figures 66 through 68 show the effect of beam defocus st
slov velding speeds. Figure 67 illustrates the weld gone microstructure of
the weld settings associated with the final weld settings.

Beryllium Final-weld Evaluation Results

Visual and dye penetrant inspection of the 0.040-inch beryllium final
wvelds indicated that both the top and bottom weld beads were smooth,
continuous, and crack-free.

Figures 69 through 72 show various examples of & final weldment in
0.040-inch beryllium. Figures 69 and 70 show the top and bottom weld beads
respectively. Figure 71l shows a TOX magnification of the weld-zone cross-
section. A 100X photomicrograph of the weld-zon2 microstructure is
presented in Figure T2.

Results obtained from room and elevated-temperature tensile tests are
presented in Table 1L, Figure 73 illustrates the effect of increasing
temperature upon the tensile strength of electron beam welded 0.04O-inch
beryllium., Base-metal results are also included on the plot.

The ductile~to-brittle transition temperature for weldments in 0.0LO-
inch beryllium is listed in Table 15 along with the corresponding base-
metal transition temperature. The change in transverse bend ductility with
temperature for beryllium weldments is shown in Figure Ti. TFor reference
base-metal results are included on the same plot.

Molybdenum-O0.5% Titanium to Tungsten Trial-weld Evaluation Results

All three thicknesses of the Mo-0.5% Ti/tungsten joint combination were
as easily weldable as the individual base metals. No problems were en-
countered in producing sound,_crack-free welds. Results of a previocus
electron beam welding programl indicated that maximum weld ductility and

. strength were dependent on limited fusion and recrystallized gones. There-
fore, due to the difference in melting point of the two jJoint meterials
(approximately 1500 degrees F) the beam location relative to the joint center-
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Results of Tests (Continued)

line vas considered to be the most critical single parameter. Consequently,
trial welding was concentrated on determining the effects of beam location
on Joint quality.

Photomicrographs showing weld cross-sections and microstructures in
0.100-inch and 0.050-inch Mo-0.5% Ti/tingsten trial butt welds are shown
in Figures 75 through 81. In Figure 75 the effect of impinging the beam
on the jJoint centerline is shown. Figure 76 1llustrates the effect of
moving the beam location to the Mo-0.5% T4 side of the Jjoint. The welds
shovn in Figures 77 and 78 were produced by locating the beam on the
tungsten side of the Jjoint.

The 0.050-inch Mo-0.5% Ti/tungsten welds reacted to variations in beam
location in a manner similar to the 0.100-inch welds. Figures 79 through
81 1llustrate the effects of varied beam locations relative to the joint
centerline for the 0.050-inch Mo-0.5% Ti/tu.ngsten trial butt welds. The weld
settings associated with Figures 78 and 81 were chosen for the final weld
settings for 0.100-inch and 0.050-inch Mo-0.5% Ti/tungsten.

Weld beads from 0.005-inch Mo-0.5% Ti/tungsten welds are shown in
Figures 82 through 84, The weld in Figure 82 was made with the beam located
on the joint centerline. Figure 83 shows a weld produced with the beam
located on the tungsten side of the joint. Figure 84 illustrates a weld
made with a 0.005-inch joint overlap. The settings of Figure 84 were chosen
for the final settings for 0.005-inch Mo-0.5% Ti/tungsten. Figure 85 18 a
schematic drawing of the modified Joint design used for butt welding of the
0.005-inch Mo-0.5% Ti/tungsten.

Molybdenum-0.5% Titanium to Tungsten Final-weld Evaluation Results

Inspection of final welds by visual, radiographic and dye penetrant
techniques indicated that the weld beads were smooth and contlnuous, no
cracking was present, and only a minute amount of porosity occurred in the
0.100-inch and 0.,050-inch welds.

Examples of the final welds in all three thicknesses of materials are

shown in Figures 86 through 96. Top and bottom weld beads, 20X magnificetions

of weld-zone cross-sections, and 100X photomicrographs of the weld-zone
microstructure are presented in these figures.

The results of room and elevated-temperature tensile tests on the
0.050-1inch Mo-0.5% Ti/tungsten veldments are presented in Table 16.
Figure 97 illustrates the variation of weld tensile strength with increasing
temperature. Base-metal results are included on this plot for reference.

The ductile-to-brittle transition temperatures for weldments in all
three thicknesses of Mo-0.5% T1i welded to tungsten are listed in Teble 17.
The changes in transverse ductility for the electron beam weldments are
shovn in Figures 98 through 100, For reference the base-metal results are
shown on the same plots.
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Results of Tests (Continued)

Bl20VCA Titanium Trial-weld Evaluation Results

Both the solution treated and aged and the cold rolled and aged
B120VCA titanium were readily weldable by electron beam techniques. Sound
velds were produced using a variety of welding conditions. Highest quality
welds were associated with minimum fusion and heat-affected zones together
with smooth, contiauous weld beads. Due to the extreme fluidity of this
titanium alloy, considerable development was required in order to determine
weld settings which would produce weld beads with minimum, if any, under-
cutting. Acceptable weld beads were induced by welding with a slightly
defocused beam oscillated in the direction of welding ("X" beam oscillation).

Early in the trial welding of B120VCA sensitivity to undercutting was
observed on top weld bead surfaces in all three aging/welding conditions;
that 1s, solution treated and aged prior to welding, cold rolled and aged
prior to welding, and welded in the solution treated condition. Figures
101 and 102 illustrate this effect on weld cross-sections in aged material.

Micrographs of weld cross-sections in aged Bl20VCA are presented in
Figures 101 through 106. The weld of Figure 101 was produced with a
focused beam at a moderately fast welding speed. The undercutting induced
by the sharply focused beam can be seen in this photograph. Previous
experience has shown that undercutting can be eliminated in most cases by
using 60 cycle beam oscillation. Figures 102 and 103 illustrate the effect
of welding with 1.5 KW of beam power using "Y" beam oscillation and
circular beam oscillation. Figures 104 and 105 show the extensive heat
effect resulting from welding with an oscillated beam at 2.1 and 2.24 KW
respectively.

The effect of "X" beam oscillation upon weld quality is shown in
Figure 106, This weld was produced at a relatively slow speed (22 ipm)
using a slightly defocused beam (a comparatively small spot size, however,
vwhen compared to the beam used to produce the welds shown in Figures 104
and 105). The settings associated with the weld of Figure 106 were chosen
for the final weld settings for B1l20VCA titanium.

B120VCA Titanium Final-weld Evaluation Results

With the exception of some smooth, shallow undercutting all final welds
in Bl120VCA exhibited smooth, continuous, and crack-free weld beads. Radio-

graphic and dye-penetrant inspection indicated that no cracking or porosity
was present in the final welds.

Representative examples of the final butt welds in all three of the
material conditions welded are illustrated in Figures 107 through 118.
Figures 107, 108, 109, and 110 illustrate, respectively, 10X photographs
of the top and bottom weld beads of the final welds in solution treated
and asged Bl20VCA, a 20X photogreph of the weld cross-section, and a 100X
photomicrograph of the weld-zone microstructure. Figures 11l through 114
and 115 through 118 present identical illustrations for final butt welds in
material welded in the solution-treated condition and aged after welding and
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Results of Tests (Continued)

material welded in the cold rolled and aged condition.

Room-temperature tensile test results for the final electron beam
weldments are presented in Table 18,

The ductile-to-brittle transition temperature for electron beam weld-
ments in all three aging/welding conditions of Bl20VCA are summarized in
Table 19. The effect of increasing temperature on transverse bend ductility
for all conditions is shown in Figure 119. For reference the base-metal
results are included on the same plot.

Results of internal-notch fracture toughness tests are summarized in
Table 20, A complete compilation of data used for the calculation of Ge
for the Bl120VCA final weldments can be found in Table 26 in the Appendix

Microhardness surveys taken across the weld zones of all three aging/
welding conditions are plotted in Figures 120 through 122, In order to
eliminate the hardness variations which can result from grain boundary
effects, microhardness surveys for all titanium welds were taken using a
2 kilogram load rather than the 0.2 kilogram load used for base-metal
hardness determinations.

D6AC Steel Trial-weld Evaluation Results

Electron beam welds in both the 0.290- and 0.090-inch DOAC steel
. exhibited sound, non-porous microstructures when welded with a variety of
settings. Welds with highest-quality surface appearance and optimum weld-
zone characteristics were assoclated with welding performed using a
moderately high energy beam of approximately 0.015-inch diameter.

In general, trial weld beads were characterized by a slightly irregular
and rough surface texture. A defocused beam was used to overcome this
surface roughness in the 0.090-inch material. The use of a clean-up pass
was investigated for the thicker 0.290-inch DGAC.

Figures 123 to 128 illustrate weld cross-sections in 0.090-inch plate.
The effect of welding with a focused beam at a relatively fast speed is
shown in Figure 123. The surface irregularity and some undercutting can be
seen in the cross-section of this trial weld. The welds in Figures 124
through 127 illustrate the effects of beam oscillation (X, Y and circulur)
upon weld quelity. The use of circular beam oscillation eliminated a good
portion of the top weld bead irregularity and undercutting; however, the
quality of the bottom weld bead was poor. Figures 128 and 129 show wvelds
produced using beams defocused to a dlameter of 0.010 inch and 0.015 inch
respectively. The settings associated with Figure 129 were selected as the
final weld settings for 0.090-inch D6AC,

The 0.290-inch DEAC responded to similar welding conditions in a
manner identical to the 0.090-inch material. Therefore, a two-pass welding
technique was investigated as an alternate method of improving the surface
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Results of Tests (Continued)

quality of the DAAC weldments. The weld in Figure 130 was produced using a
low energy clean-up pass to smooth the top bead, The settings used to
produce the weld shown in this photograph were chosen as the final weld
settings for 0,290-inch D6AC. Figure 131 exhibits a weld containing an
intergranuler crack. In general, the crack was associated with the plane
of weakness occasionally present as a result of the colummar grain growth
in the weld fusion gzone,

DAAC Steel Final-weld Evaluation Results

Visual inspection of final weids indicated that the weld beads were
smooth and crack-free. Inspection by normal radiographic, dye penetrant,
and magnetic particle techniques revealed that the welds were free of any
porosity or cracking. Metallographic evaluation of a sampling of 0,290~
inch final welds (subsequent to mechanical property testing) revealed the
presence of a fine line-crack through the columar greins in the center of
the weld zone. These cracks were not detectable by the 2 percent penetra-
meter radiographic sensitivity used for normal weldment radiographic
inspection.

Figures 132 through 147 show examples of the final weldments in both
the 0,090- and 0.290-inch DAAC. Photographs of top and bottom weld beads,
a 20X photograph of the weld cross-section, and a 100X photomicrograph of
the weld-zone microstructure are presented for each welding/heat treatment
combination. Figures 132 through 135 present illustrations for the final
butt welds in 0,090-inch DAAC welded in the annealed condition and heat
treated after welding. Final butt welds in 0.090-inch DAAC welded in the
heat-treated condition are shown in Figures 136 through 139. Figures 140
through 143 and 1kb through 147 illustrate the final butt welds for the
0.290-inch DEAC welded in the annealed condition and heat treated after
welding and the 0.290-inch DAAC welded in the heat-treated condition.

Results of room-temperature tensile tests performed on final butt
weldmente in the 0.090-inch thick DAAC are presented in Table 21.

Electron beam weldment ductile-to-brittle transition temperatures for
all velding/heat treatment combinations of the 0,090-inch plate are
summarized in Table 22, The increase in transverse bend ductility with
increasing temperature is shown in Figure 148 for the 0.090-inch weldments.
For reference base-metal results are included on the same plot.

Internal-notch fracture toughness test results are presented in Table
23, Specimen data used for the computation of G, for the D6AC is presented
in Table 26 in Appendix. :

The results of microhardness surveys taken across the weld gzones of all
velding/heat treatment conditions are plotted in Figures 149 through 156.
For the 0.290-inch D6AC welds hardness surveys vere taken across both the
single pass and clean-up pass weld gones and the gzone of heat-affect re-
sulting from the second pass.
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Impact tests performed upon 0.290-inch DAAC final butt welds are
summariged in Table 2L, g

26




Discussion of Results

Bagse-metal Discussion

Visual inspection of all base metal in the as-received condition
indicated that, with the exception of the thicker DAAC steel, all material
was of acceptable quality for welding evaluation. The thicker DEAC steel
(0.300 inch) was received in the hot-rolled condition and consequently
exhibited considerable surface roughness due to the presence of a tenacious
rolling scale. This scale was removed, however, when the 0.300-inch D6AC
was surface ground to remove the decarburized surface layer discussed
previously,

The chemical analyses of the base metals (Table 7) were within normelly
acceptable limits.

Metallographic examination of the base metals revesled that decarburi-
zation wvas present in both thicknesses of DAAC steel. The decarburized
surface layer shown in Figure 61 extended approximately 0.015 inch below
the surface and undoubtedly resulted from the hot rolling of both plate
thicknesses. The presence of this decarburization seriously impaired the
surface hardenability of the DAAC plate, and its removal was a prerequisite
to uniform heat treatment of the steel. :

Both the D6AC eteel and the B120VCA titanium exhibited excellent heat
treatment and aging response as indicated by the high strength levels
attained as a result of thermal treatment. The heat treatment procedure
for DOAC steel outlined in the description of tests was chosen for optimum
properties at a minimm strength level of 240,000 psi (Re50). The double
temper (2T700) used for both thicknesses of the DAAC is a common heat
treating practice for high-strength structural steels. The second tempering
treatment provides an additional stress relief and tempers any martensite
that may have formed from retained austenite during the first temper.

The aging treatments chosen for the solution treated and the solution
treated and 50% cold rolled B120VCA titanium produced relatively high
strength levels compared to those presently used in industry. The
exceptionally high strength of the solution treated and aged material
(220,000 psi ultimate and 201,000 psi yield strength) was a result of the
long aging treatment (72 hours). Present 1ndus§r1a1 practice is based on
attaining a strength-to-density ratio of 1 x 10° (inch) vhich, in the case
of Bl20VCA titanium vhose density is 0.175 pounds per cubic inch, would
have been satisfied by a strength level of 175,000 psi. The higher strength
level wvas, hovever, chosen in order to investigate the effects of electron
beam welding on titanium base metal aged to strength levels in excess of
200,000 psi.

The tensile properties of all base metals (Table 9) were well within
the ranges of expected values. The colderolled Bl20VCA titanium exhibited
exceptionally high strength upon aging, with a 12 hour treatment resulting
in a tensile strength of 24L,000 psi {Figure 3). Both thicknesses of DEAC
steel responded gquite well to heat treatment and the 240,000 psi strength
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level was easily achieved. 0.050-inch Mo-0.5% Ti base metal exhibited a
room~temperature tensile strength far superior to similar base metal used
during the investigation of the electron beam welding of Mo-0.5% Ti under
a previous program.

Roon-temperature tensile properties of 0.050-inch tungsten bese metal
were not obtained. The extreme brittleness of the material results in part
from surface imperfections that act as stress concentration sites and
promote brittle fracture. Every reasonable precaution was taken to
eliminate notches, laminations and other defects that could cause premature
brittle failure. This included careful machining, chemical polishing of
specimens before testing, and use of the room-temperature tensile testing
fixture shown in Figure 8. Still defects were present that initiated
failure at relatively low strength values.

The tungsten specimens tested at temperatures in the range of 2200 F to
2800 F all failed in a ductile manner at reasonably uniform velues. There-
fore, these data are considered valid.

The tensile strength of the 0.040-inch beryllium base metal was
relatively high when compared to the reported base-metal tensile properties
of similar material used during programs conducted to evaluate conventional
fusion welding of beryllium.

The bend-test data (Table 10) indicate that with the exception of
annealed 0.090-inch DGAC, solution treated BL20VCA, 0,100-, 0,050~ and
0.005-inch Mo-0.5% Ti, and 0.005-inch tungsten ductile-to-brittle transition
temperatures of base metals were generally sbove room temperature.

The results of fracture-toughness tests on solution-treated B120VCA
titanium base-metal specimens indicated the material to have such high
fracture toughness that the G,* values (1768 - 2137 inch-1b.) were not

inch?

considered valid; i.e,, the ratio of net section stress to yleld strength
was much greater than unity. The fracture surfaces exhibited 100% oblique
(45°) shear separation and a fibrous appearance. All load-deflection curves
peaked prior to fast fracture, indicating the extreme fracture toughness of
golution-treated titanium.

Solution treated and aged (900° F - 72 hrs.) Bl20VCA titanium base
metal exhibited low fracture toughness properties (Gc* ranging from 72.1 to

121,5 inch-lb.), fThe fract surfaces contained a flat granular zone
5 o ) ure ntain

bordered occasionally by shear lips which totaled up to 15% of specimen
thickness. Analysis of results and load-deflection curves indicated that
wing-creck pop-in coincided with catastrophic failure.

Solution treated, cold-rolled, and aged (800° F ~ 12 hrs.) B120VCA titanium
base metal exhibited the lowest base-metal fracture toughness properties
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(Go* ranging from 28.1 to 38.3 %ﬁ%ﬁ.‘.). The fracture surfaces con-ained

a flat granular zgone bordered occasionally by shear lips totalling only
5% of specimen thickness. Analysis of results and load-deflection curves
indicated that wing-crack pop-in was coincident with catastrophic failure.

Fracture-toughness tests on base-metal specimens in both aged con-
ditions indicate that the B120VCA titanium alloy at the ultra high_strength
level of 244,000 psi and yield strength/density ratio of 1.37 x 106 (1nch)
is less than optimum for high pressure applications. Furthermore the
fracture~-toughness test results obtained for B120VCA indicate the necessity
for choosing an aging treatment and attendant strength level on the dasis
of fracture~toughness properties as well as standard mechanical properties.

Fracture~toughness test results on both thicknesses of D6AC steel base
metal in the annealed conditiog indicated extremely high fracture toughness
properties for this alloy. G, values were not considered valid because
the net section stress was much greater than the yleld strength; in almost
every case, annealed DAAC specimens were completely fractured during slow
erack grovth, The fracture surfaces indicated 100 percent oblique shear
failure and had a fibrous appearance. The load-deflection curves peaked
considerably before complete failure. However, the crack length at the
onset of fast fracture was determined from an apparent modulus drawvn from
the origin of the load-deflection curve to the point of maximum load rather
than the point of fast fracture or complete failure.

Valid Gc* values could have been determined for the annealed, extremely
tough D6AC (or the solution-treated B120VCA) if large enough specimens were
tested. The Ky. determination for non-valid tests was made, however, in
order to obtain some meaningful fracture toughness value from the 3-inch
wide specimens. Kyec closely approaches the Kjo value® (or plane strain
fracture toughness index) which represents a fracture toughness property of
an infinitely wide specimen or, practically speaking, a minimum value of Ke.
Thus, for a given material and heat-treat condition, the Ky, value should be
constant. The scatter (up to + 13% for annealed DGAC) is attributed to the
difficulty in picking the exact point of deviation from linearity of the
apparent modulus.

The 0.090-inch D6AC steel base metal in the heat-treat condition
‘27700) exhibited high fracture toughness properties (Gc* values greater

than 1100 inch-1b.), Some specimens were so tough that the Go* values were
Inch2

not considered valid. The fracture surfaces exhibited 100 percent oblique
shear failure and were occesionally characterized by orthogonal shear rather
than single shear. A chevron effect characteristic of fast fracture usually
accompanied orthogonal shear. The fracture surfaces had a dull-gray fibrous
appearance,
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The heat treated 0,290-inch DEAC steel base metal exhibited fairly
low fracture toughness (Go* values around 200 i_?&%ﬁ%h ). The fracture
= :

surfaces exhibited a granular gone bordered by shear lips totalling 20% of
specimen thickness. A severe decrease in fracture toughness with increasing
thickness is characteristic of most high-strength steels in a certain thick-
ness range vhich is frequently between O.l inch end 0.2 inch at room tem-
perature.

Impact tests performed on 0.290-inch DAAC base metal failed to gener-
ate any reliable results. The unnotched, substandard Izod impact specimen
was chosen in order to ensure the most meaningful impact results for
electron beam weldments. Due to the small overall weld bead widths, lo-
cation of a notch in a welded impact specimen was not considered practical
and an unnotched specimen was designed for impact testing. As can be seen
from Table 13, base-metal specimens were not fractured by the impact testing
machine. The results, therefore, do not lend themselves to any reasonable
interpretation.
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Beryllium Trial-weld Discussion

Best results were obtained in electron beam welding of beryllium using
moderately high power densities and slow welding speeds. When welding
speeds were increased, or when extremely high power densities were used,
columnar grain growth lead to weld cracking.

Because of the toxic nature of beryllium, metallographic specimens
were prepared on a subcontract basis at facilities outside of Hamilton
Standard. Consequently, the long lead times that were involved in obtaining
metallographic information on the welds made it necessary to evaluate trial
velds, and choose final weld settings, solely on the basis of visual
examination of weld beads.

The effect of welding at a relatively slow welding speed with a
focused beam of moderate power is shown in Figure 62. The crack evident in
the weld cross-section is characteristic of all welds in beryllium produced
at these settings.

The weld in Figure 63 illustrates the effect of welding at a fast speed
with a focused beam of relatively high power. The weld zone assumed the
classical wedge shape associatedl with high-energy-density electron beam
welding; however, the fusion zone grains are colummar and highly oriented.
This condition, in general, induced low strength and ductility. In fact,
viewing through the visual optics, formation of the crack was noted
immediately after completion of the weld.

The weld shown in Figure 64 was produced using a focused beam of
relatively high power and longitudinal beam oscillation. Experience with
tungsten welding+ has shown that this type of deflection creates a more
randomly oriented grain structure in the fusion zone, leading to improved
weld strength., However, essentially no improvement was realiged vwhen this
technique was applied to beryllium.

Circular beam oscillation has been used with good success to induce
random grain orientation in several materials. Figure 65 shows a
beryllium weld produced using circular besm oscillation. This technigue
offered no improvement in grain quality when applied to beryllium. Increased
effective spot size, as a result of the circular beam movement, made the
weld zone relatively large.

Figure 66 i1llustrates a cross-section of a beryllium weld produced at
a slov welding speed using a slightly defocused beam. DBeam diameter was
0.015 inch. Although the grain pattern is somewhat colummar, the results
are encouraging because of the extremely narrow weld zone.

A fusion zone microstructure approaching a more randomly oriented
grain pattern is shown in Figure 67. This weld was produced by moderating
the pover density (decreasing accelerating voltage to 75 KV) and increasing
the beam diameter to 0.020 inch, The weld shown in Figure 67 has a larger
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veld zone than that shown in Figure 66 and columar grain growth 1s evident
at the boundaries of the weld zone, However, the fusion grains in the
interior of the weld zone are reletively small in size and randomly oriented.
The settings used to produce this weld were chosen to be the final weld
settings for 0.040-inch beryllium solely on the basis of visual appearance.

A further decrease in accelerating voltage (to 65 KV) resulted in the
weld illustrated in Figure 68, The grains are small in size and show little
evidence of colummar growth. It appears that welding conditions somewhat
between those used for the welds in Figures 66 and 68 should develop the
desired narrov, but randomly oriented weld zone.

The columnar grain structure resulting from welding at fast speeds with
a beam of relatively high specific power is to date unexplainable. Experi-
ence with metals other than beryllium (as shown with the other metals welded
during this program) has always indicated a decrease in grain size and
orientation with increasing welding speeds. Beryllium, the exception,
exhitits the opposite effect.

It appears that due to a combination of its high thermal conductivity
and high specific heat, beryllium is extremely sensitive to thermsl input.
The fast cooling rate assoclated with the low-energy input from welding with
relatively high-pover-densities and fast travel speeds results in severe
weld cracking along grain boundaries. This is due primarily to the high
degree of orientation of the columnar grains_towards the center of the weld
gone., With TIG welding it has been reported3 that the tendency towards hot-
tearing decreases with slower welding speeds and increased preheat.

Controlled cooling appears to be necessary to produce the optimum weld-
gone microstructures. This is accomplished by moderating the power density
and decreasing the welding speed. Of course, the ideal weld-zone would be
small in over-all sigze while exhibiting a fine-grained, rendom micro-
structure. The results shown in Figure 66 indicate that such a weld structure
is attainable by using moderately high voltages in combination with lower
beam currents, while maintaining the slow welding speeds.

Beryllium Final-weld Discussion

The consistent production of sound crack-free butt welds in beryllium
indicates that beryllium sheet is reproducibly weldsble by electron beam
techniques.

In all cases, the size of the weld beads, the fusion zone, and grain
gize were less than those generally obtained in arc welds in the same
material thickness.

As previously mentioned, the metallographic evaluation of beryllium
trial-weld microstructures was not performed until after final weld
settings were chosen snd manufacture of mechanical property test specimens
was initiatcd. Therefore, the conditions selected for welding tensile and
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bend specimens were based on visual examination of the weld bead and were
not based on metallographic evaluations. In fact, metallographic work
conducted subsequent to final welding and testing indicated that further
improvement in grain size, random grain orientation, and sige of fusion zone
can be expected with somewhat different welding conditions as illustrated
by the random grain orientation of Figure 68.

The room-temperature tensile strength of electron beam welded 0.040-
inch beryllium sheet was consistently sbout 65 percent of base-metal
strength. The consistency of tensile strength values is an indication of
the uniformity of electron beam welds in this material, The elongation
obtained in electron beam weldments tested et room temperature was lower
than that obtained for base metal. However, it should be noted that in weld
fractures a very high proportion of the strain is absorbed within the very
narrow weld zone. Thus, a very high degree of local ductility could be
masked by the overall gauge-length measurement (one (1) inch gauge section).

Figure 73 shows the continuocus approach of the tensile strength of the
weld to that of the base metal with increasing temperature. At 1000 F, even
though all of the welded specimens falled in the welds, the base-metal and
weld ultimate and yield strengths were essentlally the same, Based on the
data shown in Figure 73, the tensile strength of electron beam weldments at
1000 F is equivalent to base-metal strength.

In general, electron beam butt welds in beryllium sheet exhibited
tensile strength properties at both room and elevated temperatures in excess
of similar joints produced either by conventional welding techniques 3or
low voltage electron beam welding l‘.

The correlation of electron beam bend ductility data for the 0,0k0-
inch beryllium weldments (as well as electron beam welds in any other
materiel) is difficult for many reasons. Techniques of testing differ among
the various investigators, making intercomparison of test data an almost
impossible task. Secondly, and perhaps most significantly, the over-all
dimensions of electron beam welds as compared with welds produced by
conventional fusion welding techniques are drastically different. Whereas
in bend testing conventionally produced welds in beryllium, all bending
strains can be absorbed in a fusion zone perhaps 0.250-inch wide (a width
far exceeding a 1T bend-radius mandrel), electron beam welds must absorb all
the bending strain in a total weld zone width smaller than the bend radius
utilized, in this case 0.050 inch, Therefore, for electron beam welds, the
less ductile weld metal must absorb all of the bending strain while the
parent metal surrounding it remains relatively unstrained. In addition, the
weldments tested were chosen solely on the basis of visual appearance, not
metallographic evaluation. Therefore, the results of bend ductility testing
shown in Figure T4 cannot be interpreted as being representative of optimum
electron beam welds in beryllium. The less ductile, highly oriented columnar
grains present on the edge of the fusion zone (Figure 67) undoubtedly
contribute to the low bend ductility values exhibited by the weldments tested.
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It is apparent that the weld of Figure 68, because of its completely
rendom fine grained structure, should exhibit superior strength and bend
ductility. This weld was produced at lower energy and at a slower velding
speed than the weld tested and discussed above,

It is of interest to note that during some company sponsored beryllium
welding, weldments were produced at power inputs of 42 KW/linear inch.
Metallographic evaluation of these weldments revealed the presence of
porosity within the fusion zone. In order to determine the most probable
cause of porosity in beryllium weldments a comparison was made of the power
inputs used to produce these porous welds and the power inputs used to
produce the sound welds during the beryllium phase of the program being
reported upon. The sound welds produced for the subject program were
produced at a power input of 17.h4 KW/linear inch. The weldments produced
during the company sponsored effort at power inputs of 42 Kw/linear inch
represent a pover input increase of approximately 1L0%.

W. T. Hess et a.lh have reported an interdependence of powver tnput and
chamber pressure upon vaporization ability. At a pressure of 10" mm. Hg.,
the theoretical boiling point of beryllium is 1440 X which is below its
melting point of 1550 K. This indicates that beryllium should sublime below
its melting point. Since welding during the company sponsored phease was
performed with 2.4 times the power used during initial welding (for the
subject program), it is entirely conceivable that some vaporization threshold
exists, beyond which a given power input will cause gas evolution in the
molten weld metal at a rate in excess of the rate of out-gassing from the
molten surface. Thils excess gas results in the detected porosity.

Molybdenum-0.5% Titanium to Tungsten Trial-weld Discussion

Sound, fully penetrated welds were obtained with beam locations varied
within rather wide limits (up to 0.010 inch on either side of the Joint
centerline) indicating a high degree of weldability for the Mo-0.5% Ti/
tungsten joint combination, All of the welds illustrated are sound and
crack-free; however, weld gzone characteristics differ. Some difference in
cross-sectional thickness between the Mo-0,5% Ti and tungsten base metal
can be noted from the trial weld cross-sections. This, however, in no way
detracts from the soundness of the welds.

As discussed under Results of Tests, joint characteristics were found
to be highly dependent upon beam location. Alignment of the electron beam
on the joint centerline, or on the Mo-0.5% T4 side of the joint up to a
maximum of 0.010 inch from the centerline, resulted in a "brage type" of
joint rather than a fusion weld; with the Mo-0.5% Ti parent metal acting
as the bragze alloy. The weld shown in Figure 75 illustrates the effect of
welding with the beam located on the joint centerline. Extensive
recrystalligation has occurred in the Mo-0.5% T{ joint member while little,
1f any, alloylng has occurred between the Mo-0.5% Ti and the tungsten. The
higher melting material, tungsten, did not completely reach a molten state
and small islands of unmelted tungsten can be observed in the fusion gone.
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This effect becomes more pronounced as the beam locatior is moved further
into the Mo-0.5% Ti, Figure T76.

By moving the location of beam impingement onto the tungsten side of
the joint, complete fusion of both members is obtained. A microstructure
of a weld produced by welding with the beam 0.010 inch on the tungsten is
ghown in Figure 77. This Joint exhibits a fusion zone and fused grains
typical of electron beam welds in either tungsten or Mo-0.5% Ti; however,
the fusion and recrystallized zones are excessively large.

Placing the beam location 0.006 inch from the joint centerline produced
the weld shown in Figure 78. The fusion and recrystallized grain sizes are
relatively fine and the weld exhibits a depth-to-width ratio about the same
as either the tungsten or Mo-0.5% Ti weldments in the same thickness. The.
settings used to produce this weld were chosen as the final settings for
0.100-inch Mo-0.5% Ti/tungsten.

The 0.050-inch Mo-0.5% Ti/tungsten trial welds displayed similar re-
actions to variation of beam location as did the 0.100-inch welds. There-
fore, in order to restrict the extent of fusion and recrystallization,
location of the beam on the tungsten side of the joint was again required.
Figure 81 illustrates a weld produced with the beam 0.005 inch on the
tungsten side of the joint. These settings represent the final weld
settings for 0.050-inch Mo-0.5% Ti/tungsten.

Weld beads, rather than weld cross-sections, were used to evaluate the
trial welds in 0.005-inch Mo-0.5% Ti/tungsten. Weld cross-sections in such
thin material are of insufficient thickness to assume characteristic weld-
gone patterns. However, meaningful results can be obtained by viewing the
weld bead solidification patterns.

Initially, trial butt welding of 0.005-inch Mo-0.5% T1 to tungsten was
concentrated upon the determination of the effects of beam location
(relative to the butted joint) upon weld properties. In general, welds
produced by butting the two materials and welding with beam impingement
locations varying from the molybdenum side of the joint to the tung'sten side
of the joint were characterized by discontinuities within the fusion zone.
When heated by the beam, the extremely thin tungeten sheet appeared to
ripple at the jJoint interface causing discontinulties in the weld after
solidification. In most cases the discontinuities were the holes or gaps
through the entire weld thickness shown in Figure 82.

Since the holes in the fusion zone were most probebly caused by a lack
of weld metal in the gap areas due to either poor Joint fit-up or e !
preparation, attempts were made at welding the 0.005-inch Mo-0.5% Ti/tungsten
joints using a "filler metal" technique. The presence of excess base metal
in the Jjoint area did in fact eliminate any holes or discontinuities within
the weld gzone.

Sound butt welds, free of any discontinuities, were produced using the
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technique illustrated in Figure 85. The Joint configuration shown in this
draving permits welding with a minimum of fixturing and edge preparation.
Early in the trial butt welding of the 0.005-inch Mo-0.5% Ti/tungsten it
became evident that Jjoint fit-up was a most critical parameter. Because of
the relatively thin sheet cross-sections being joined, unless mating edges
vere in intimeate contact along the entire length of weld optimum welding
results could not be obtained. Since welding of the joint shown in Figure 85
is performed with a beam of considerably larger diameter than the sheet
overlep (beam diameter approximately 0.010 inch), Joints welded by this
technique show no evidence of prior overlap and function as conventionally
butt-welded sheet, Figure 84 illustrates a weld in 0,005-inch Mo-0.5% Ti/
tungsten using the overlap technique. The settings used to produce this
weld were chosen as the final weld settings for 0.005-inch sheet.

In summary, trial welding of Mo-0.5% Ti to tungsten indicated that the
best welds were produced when the beam was impinged on the tungsten side of
the joint. A modification of Joint design was necessary for the 0.005-inch
thick material in order to eliminate several of the problems associated with
Joint fit-up and edge preparation.

Molybdenum-0.5% Titanium to Tungsten Final-weld Discussion

The final butt welds, illustrated in Figures 86 through 96, demonstrate
the extreme weldability of the dissimilar metal joint Mo-0.5% T1 to tungsten
by the electron beam technique. In each material thickness the weld fusion
and recrystallized zones and grain sizes are comparable to those developed
in electron beam welds in either of the two base metalsl ; comparison with
conventionally produced arc welds indicates that the electron beam weld
fusion and recrystallized zones and grain sizes are considerably smaller.

The minute amount of porosity found in the 0,100 and 0,050-inch welds
is most probably & result of the difference in melting points of the two
materials. This porosity, which became evident only after electropolishing
of weld cross-sections (mechanical polishing techniques were used during the
initisl weld evaluation phases), could undoubtedly be eliminated by
verforming welding of slightly slower travel speeds; thereby allowing greater
time for the molten weld metal to out-gas under the influence of the vacuum.

The room-temperature tensile properties of electron beam welds in
0.050-inch Mo-0.5% Ti welded to tungsten are slightly lower than tensile
strengths exhibited by electron beam welds in Mo-0.5% Ti welded to itselfl.
Comparison with the room-temperature tensile properties of electron beam
welded tungsten is difficult due to the lack of valid tensile data for
0.050-inch tungaten welds tested at room temperature. The electron beam
welds in Mo-0.5% T1 welded to tungsten that were tensile tested at room
temperature exhibited extremely brittle fracture surfaces. Failure has
occurred in the tungsten recrystallized zone and is intergranular in nature.
The reduced ductility of the tungsten recrystallized grains is most probably
the main factor contributing to the relatively low room-~temperature tensile
strengths shown by the Mo-0.5% Ti/tungsten welds.
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Figure 97 shows the continuous apprvach of the tensile strength of the
Mo-0.5% Ti/tungsten welds to that of both base metals with increasing
temperature. For reference, the elevated-temperature tensile properties of
electron beam welds in 0.050-inch Vo-O.S‘l Ti and tungsten to themselves
respectively are shown on the same figure along with the base metal, The
tensile strengths of Mo-0.5% Ti/tungsten welds exceed strengths of electron
beam welded Mo-0.5% Ti and tungsten at 1600 and 1900 F. At 2200 F the
electron beam welded Mo-0,5% Ti/tungsten demonstrated tensile strengths
esgentially equivalent to base-metal strength and to the strength of electron
beem welds in Mo-0.5% Ti and tungsten at the same temperature. With the
exception of two specimens tested at 2200 F, all failures occurred, as
expected, in the tungsten recrystallized grains. The increased ductility of
the Mo-0.5% Ti base-metal recrystallized zone relative to the tungsten in
the 1600 to 2200 F temperature range undoubtedly contributes to the superior
ability of the Mo-0.5% Ti side of the joint to withstand elastic straines at
the temperatures tested. The two tensile failures occurring in the
Mo-0.5% T1 base metal at 2200 F clearly demonstrate the ability of electron
beam welds in Mo-0.5% Ti/tungsten to retain base-metal strength at temperatures
approaching the recrystallization temperature of the less-refractory Joint
component (approximately 2450 F).

The results indicate that electron beam welded butt Joints of Mo-0.5% Ti
welded to tungsten possess strength properties equal to or exceeding similar
welds in Mo-0.5% Ti or tungsten welded to themselves, at service temperatures
in the range of 1600 to 2200 F. Although comparable data for arc welds is
not available, the fact that electron beam welds in Mo-0.5% Ti and tungsten
have demonstrated load-carrying capacities 50 percent greater than
conventionally produced weldments serves as an indication of the improvement
that can be realiged for the dissimilar metal Joint Mo-0.5% Ti welded to
tungsten.

As was anticipated, the electron beam welds in each thickness (0.005,
0.050, and 0.100 inch) of Mo-0.5% Ti welded to tungsten exhibited transverse
bend ductilities that fell in the range between the bend ductilities
exhibited by electron beam welds in similar thicknesses cf m-o.5$ Ti and
tungsten respectively. In general, the less ductlle tungsten recrystalliged
grains were the limiting factor for Mo-0.5% Ti/tungsten weldment bend
ductility.

Hokanson and Kernl, in an earlier investigation into the electron beam
welding of the refractory metals tungsten and Mo-0.5% Ti to themselves, have
thoroughly discussed the difficulties associated with the interpretation of
electron beam weld bend-test data., In brief, one must consider several
factors that contribute to apparent weld ductility: (1) welds were tested in
the as-welded condition, that is, the weld beads were not finish ground;

(2) M0.0.5% T and tungsten are sensitive to surface condition; (3) the
relatively narrow electron beam weld zone induces an extreme concentration
of stress in a relatively small, less ductile fusion zone, therefore, the
outermost fiber stresses in the weld zone reach extremely high values with
very little deflection of the specimen,
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Considering the above-mentioned factors it can be seen that the type
of bend test employed does not accurately reflect the true ductility of
electron beam welds vhen data are compared with base-metal or arc-weld data
obtained from similer test conditions, However, the relatively small grain
sizes and limited fusion and irecrystallized zones obtained in electron beam
welds should contribute to cémparatively superior service ductility over arc
welds in similar material thicknesses.

B120VCA Titanium Trial-weld Discussion

The weldability of the B120VCA titanium alloy is readily demonstrated
by the welds shown in Figures 101 through 106. Sound welds were produced
using a wide range of settings; however, due to the extreme fluidity of this
titanium alloy less latitude was avallable in choosing a final weld setting
which produced a weld bead with no undercutting.

The weld of Figurc 101 was produced using & sharply focused beam at a
moderately fast welding speed (50 ipm). The fusion zone exhibits the
classical wedge shape. However, the weld is characterized by a notch-like
undercut. This undercutting was observed in all conditions of material
velded, that 1s, welded both prior and subsecuent to aging.

Early in trial welding the extreme sensitivity to undercutting of the
B120VCA titanium alloy was noted. Consequently, the greatest portion of
trial welding was devoted to the development of weld settings which would
produce a weld with optimum bead surface quality while retaining the advan-
tages associated with electron beam welding.

The weld of Figure 102, produced with a beam oscillated transversely
with respect to the joint, represents an attempt to eliminate the under-
cutting effects of Figure 101l. The sharp notch-like undercut has been
effectively smoothed to less of a notch effect. Undercutting is, however,
still present.

The effects of welding wilth a circularly oscillated beam are
illustrated in Figure 103. The weld bead undercut has been eliminated;
however, the slower welding speed and circular beam oscillation has resulted
in rather wide fusion and heat-affected zones.

The weld-zone characteristics induced by welding with an oscillated
beam will, of course, vary with the oscillation amplitude. The welds in
Figures 10k and 105 while non-undercut, exhibit extended fusion and heat-
affected gones. Welding with a beam oscillated either in the transverse
direction or in a circular manner can effectively eliminate weld bead
undercutting; however, the effect of a widely oscillated beam is to produce
excessively wide fusion and heat-affected zones.

An oscillated beam can effectively eliminate weld bead undercutting by

creating a favorable distribution of beam energy within the immediate area
being welded., From examination of the weld cross-sections in Figures 103
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through 105 it is obvious that a cirecularly oscillated beam produces a more
distinct weld beed than a beam deflected in the trensverse direction. The
fusion and heat-affected zones, however, are too extensive to be considered
as optimm weld microstructures.

In an attempt to eliminate the extensive heat effect resulting from
welding with a circularly oscillated heam, welds were produced using a
beam oscillated longitudinally with respect to the joint. An example is
shown in Figure 106, The fusion and heat-affected zones are slightly
vider than with a non-oscillated beam (Figure 10l1); however, undercutting
has been minimized to the extent of not being apparent from the weld cross-
section shown in this photograph.

The production of smooth, non-undercut weld beads in the 0,125-inch
B120VCA 1is dependent upon welding with a beam of relatively higher power
(approximately 1 KW) than would be generally associated with a plain
penetration weld pass to an equivalent depth. The use of 0.075-inch
longitudinal oscillation, in combination with a slow welding speed and a
relatively small diameter beam, minimizes the heat effect associated with
the settings used to produce the weld shown in Figure 106. The settings
used to produce this weld were chosen as the final settings for the welding
of 0.125-inch B120VCA titanium.

Summarizing the trial welding of B120VCA titanium, welds with minimum
top bead undercutting were produced by welding at a slow welding speed with
a slightly defocused beam of relatively high energy. Beam oscillation along
the weld was required to produce weld beads of acceptable quality.

Bl20VCA Final-weld Discussion

The consistent production of sound butt welds in all aging/welding
conditions of Bl20VCA indicates that this material is reproducibly weldable
by electron beam techniques.

The final butt welds are illustrated in Figures 107 through 118, In
every case, the sige of the fusion zones, the heat-affected zones, and the
grain sizes were less than those. generally published for conventionally
- produced fusion welds in the same material thickness. The average weld
grain size for electron beam welds in Bl120VCA titanium was 0.005 inch.
Comparable data for single pass TIG square butt welds in B120VCA titanium
indicate average weld grain sigzes of 0.016 inch.

Exemination of Figures 101 and 106 indicates that a further decrease

in overall weld dimensions and weld grain sige can be achieved vhen welding
is performed at increased welding speeds and the weld bead width is decreased.
However, the notch-like undercutting associated with the weld settings of
Figure 10l makes this weld unscceptable from a structural standpoint. The
sinking or undercutting problem in B120VCA appears to be inherent to welds
produced with non-oscillated beams. Since maximum strength and ductility

are commonly associated with electron beam welds exhibiting the classical
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parallel sided fusion gone (Figure 101), some compromise must be made to
attain maximum structural integrity. This compromise will have to be either
welding with B120VCA titanium filler metal or grinding weld beads subsequent
to welding to remove the weld bead undercut.

Since all final butt welds for mechanical property evaluation were
tested with the weld beads in the as-welded condition, final weld settings
vere selected to produce welds with non-undercut weld beads. Therefore,
vhile results of final weld evaluation can be considered representative of
electron beam welds in B120VCA, they should not be taken as the maximum or
optimum properties obtainable.

The tensile strengths exhibited by electron beam welds in all three
aging/welding conditions of B120VCA titanium varied from sixty percent of
base-metal strength for welds in the cold-rolled and aged condition, to
seventy-five percent of base-metal strength for welds in solution treated
material that were aged subsequent to welding. The elongation obtained in
weldments tected in both the aged and welded condition and the welded and
aged condition were lower than that obtained for base metal. Welds in the
cold rolled and aged condition exhibited ductility superior to the cold-
rolled and aged base metal.

The tensile test results (Table 18) indicate a high degree of uni-
formity for electron beam produced weldments in all three welding/nging
conditions. Welds produced in both solution treated and aged and cold-
rolled and aged material exhibited an expected uniformity, with maximum
ultimate tensile strengths exceeding 155,000 psi for each case., The elec-
tron beam welds produced in solution-treated B120VCA base metal and aged
after welding exhibited ultimate tensile strengths approximately 20,000 psi
higher than the welds produced in aged material.

The reduced weld zone hardness for welds produced in both aged con-
ditions, and the reduced duetility resulting from the relatively large grain
size (approximately, however, one-fourth that of TIG weld fusion zone
grains) as compared to base metal, undoubtedly contribute to the reduction
in the tensile strength of the electron beam welds. All tensile failures
initiated and propagated through the heat-affected zone. Considering that the
less-ductile weld zone grains must absorb all plastic strain during the
tensile test, it is reasonable to assume that providing no weld defects are
present the narrower fusion-zone width at the bottom of the weld cross-
section achieves maximum plastic strain before the wider fusion zone at the
wveld top. Fallure, therefore, always initiates at the bottom of the heat-
affected zone and propagates along the less-ductile interface between the
heat -affected gzone and the base metal. This failure mechanism would apply
to all three aging/welding conditions of B120VCA, with tensile strength
variations resulting from differences in fusion-zone hardness.

The results indicate that electron beam welds in all three aging/weld-
ing conditions possess tensile strengths in excess of similar joints pro-
duced by arc welding techniques in similar materials. A slight improvement
in weld duetility is also noted. '
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Discussion of Results {Continued)

For all welding/aging conditions of B120VCA titanium, bend angles
greater than 20 degrees were not achieved at test temperatures up to the
prior aging temperature (700 or 800 F), From examination of Figure 119
it is apparent that cold-rolled and aged base metal exhibited similar low
duetility; in fact, the ductilities exhibited by electron beam welds pro-
duced in material in both the solution treated and aged (STAW) and the cold-
rolled and aged (CRAW) condition were superior to the cold-rolled and aged
base metal,

The ductile-to-brittle transition curves for electron beam welds in the
STAW and CRAW B120VCA titanium exhibit parallel behavior. This parallelism
undoubtedly results from the similarity in weld-zone hardness profiles for
both conditions when welding was performed subsequent to aging. The extreme
similarity can be noted from examination of the hardness profiles in Figures
120 and 122 for the STAW and CRAW condition, respectively. The slightly
lower fusion-zone hardness in the CRAW condition (ranging from 29 to 31 Re
as compared to 29 to 33 for STAW welds) undoubtedly is the reason for the
slightly higher maximum bend angle (20 degrees as compared to 19 degrees).

The solution treated, welded, and aged B120VCA appeared to exhibit the
most brittle behavior of any welding/aging conditions of Bl20VCA titanium
investigated. Although the fusion zone was aged to a hardness level equiva-
lent to the surrounding base metal, all bending strain must be absorbed in
the relatively less-ductile fusion zone resulting in what appears to be lo
ductility. )

Results of internal-notch fracture-toughness tests on welds in solution
treated and aged (900°F - 72 hr.) (STAW) B120VCA titanium showed consider-
able variation (Ge* ranging from 300.7 to 1762). Ge* values in the range
of 1368 to 1762 rasulted from non-valid tests; i.e. cx/ cys >>1
indicating that the test was not valid but reflecting extremely high frac-
ture toughness. The 1/2 crack length at fast fracture (a) and the gross
section stress ( 0o) varied from 0.55 to 0.090 inch and 47,900 to 81,800
psi respectively. The fracture toughness equation, Ge* = _g_T‘l__ tan X a

indicates that variations in (a) and ( 60o) of these magnitudes can produce
a wide range of Geo* velues., Load-deflectiun curves for some of the tougher
specimens peaked prior to the onset of fast frazture. The fracture surfaces
had a fibrous appearance and indicated partial or full shear failure separa-
tion. Percent shear was not tabulated for most welded specimens since in-
terpretation of fracture appearance in terms of shear lip existence was 4if-
ficult in the narrow electron beam weld zone.

Electron beam welds in solution treated, cold rolled, and aged
(800°F - 12 hr.) (CRAW) BL20VCA titanium exhibited G,* values ranging from
257.6 to 618.1. The fracture surfaces had a partially fibrous appearance
and indicated partial shear failure.

Welds in solution-treated material which were aged (900°F - 72 hrs.)

after welding (STWA) exhibited the lowest fracture-toughness properties
for electron beam welds in the B120VCA alloy. (Go* ranging from 97.7 to
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123.1). ' The fracture surfaces were characterized by a granular appearance
and no shear lips. The fracture toughness of STWA welds was equivelent
to th;t of comparable base-metal aged specimens (Ge* ranging from T72.1 to
121.5).

The range of fracture-toughness properties exhibited by all welding/ -
aging combinations of electron beam welds in B120VCA must be interpreted on
the basis of a number of factors. Slight variations in hardness exist
across the weld zone creating a ductility gradient within each weld tested.
During testing, crack propagation occurs along random paths and can be in-
fluenced by hardness and ductility variations.

Electron beam welds in solution treated and aged B120VCA titanium
exhibited fracture toughness far superior to equivalently-aged base metal,
This behavior undoubtedly resulted from the greater ductility associated
with the lower strength level of the electron beam weld zone. As expected,
the extremely high strength level of the base metal with its attendant
low ductility resulted in less than optimum fracture toughness in the elec-
tron beam welds.

Comparison of the fracture-toughness of electron beam welds in B120VCA
titanium with arc welds produced in similar base metal (Table 127 Appendix)
indicates that in spite of the high base-metal strength level (approximately
thirty-three percent higher yield strength), electron beam welds exhibited
greater than one-hundred percent improvement in fracture toughness over arc
welds. Considerable improvement was also shown over previously produced
high-voltage electron beam welds with weld-bead surfaces ground flush,

As vas previously discussed, electron beam welding techniques developed
for Bl20VCA titanium were less-than optimum due to the extreme sensitivity
of this alloy to weld bead undercutting. The establishment of optimum
weld-bead quality as a criteria for acceptable electron beam welds made it
necessary to modify welding techniques in order to eliminate weld-bead
undercutting. The relatively wide fusion and heat-affected zones of the
welds shown in Figures 109, 113, and 117 result from welding with less-than
optimum electron beam welding parameters. With the development of special
welding techniques utilizing base-metal composition filler metal to eliminate
undercutting, weld zone characteristics similar to those obtained in the
weld shown in Figure 101 can be achieved, This relatively narrow, parallel -
sided weld zone, with its restricted heat-affected zones and rapid quench
rate (ensuring retention of the beta phase) should, undoubtedly, offer a
further improvement in weld strength and ductility.

DAAC Steel Trial-weld Discussion

The wide range of settings used in the production of electron beam
welds in DAAC indicates the weldability of this alloy, The welds illus-
trated in Figures 123 through 130 are representative of the many welds
produced by & variety of settings. Almost all of the welds illustrated
are sound and crack-free, Definite differences do exist in weld quality.

b2

- . 4 ‘ '

AT N




Discussion of Results (Continued)

Surface defects similar to these encountered with the B120VCA titanium
vere noticed early in the evaluation of trial welds in DEAC. Considersdble
surface roughness and undercutting was encountered throughout the trial
welding portion of the program. This veld bead surface roughness appears
to be inherent to the DAAC material; in fact, other investigators® nave
reported this effect when electron beam welding DEAC. Welds produced in
the consumable-electrode vacuum-cast type material used for welding during
this program appear to be more susceptible to bead surface roughness than
welds produced in vacuum cast material.

The effects of welding with a focused beam are illustrated in Figure
123. The weld exhibits the classical wedge-shaped fusion zone; however,
the top bead surface is considerably rough and undercut. All trial welds
produced in both thicknesses of the DAAC with a focused, non-oscillated
beam exhibited the surface discontinuities shown in Figure 123.

Welding with a beam oscillated longitudinally with respect to the joint
being welded produced the weld of Figure 124. The surface roughness has
effectively been smoothed out. The fusion gone of the weld is coneiderably
large at the top surface and decreases in a distinct taper.

An attempt to smooth the top bead surface and reduce the sharp taper
of the weld zone is illustrated in Figure 125. This weld, produced with
& beam oscillated transversely with respect to the Jjoint being welded at a
relatively fast welding speed exhibits considerably larger zones of fusion
and heat affect. The notch-like undercutting was not eliminated.

Experience with B120VCA titanium has shown that non-undercut welds can
be produced using moderately high beam energy, beam oscillation, and rela-
tively slov welding speeds. The welds presented in Figures 126 and 127
represent attempts at eliminating bead undercut by welding with a higher
power density beam using transverse and circular beam oscillation respec-
tively. Undercutting has been reduced; however, the weld zones are large
and considerable bottom weld-bead roughness is present on the weld shown in
Figure 127.

Bottom weld bead roughness was eliminated through the use of a slightly
defocused beam (Figures 128 and 129). Both the fusion and heat-affected
zones have been slightly increased. However, overall weld-bead quality has
been improved., The weld settings associated with Figure 129 were chosen for
final welding of 0.090-inch D6AC,

As with the 0.125-inch Bl120VCA, a compromise between optimum electron
beam weld-gone characteristics and good visual sppearance was necessary for
the 0.090-inch DAAC welds. The rough weld-bead surface obtained as a re-
sult of welding with a focused beam made it necessary to sacrifice the
deep-narrow weld zone in favor of the visually acceptable smooth, continuocus
weld bead resulting from welding with a 0.015-inch diameter beam.

The 0.290-inch DEAC reacted to like welding conditions in a menner
similar to the 0.090~inch material. Therefore, trial welds with acceptabdle
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weld beads were produced using a slightly defocused beam; however, the
settings used to produce these welds in the thicker DEAC were not chosen as
the final weld settings for the thicker DAAC material.

The surface irregularities present on the weld beads of the 0.290-inch
D6AC extended approximately 0.010 inch below the surface of the weldment.
During trial welding it was observed that the irregularities on the top
weld bead were associated only with fully penetrated welds, Weld beads of
incompletely penetrated weld passes exhibited a sound appearance, There-
fore, a second weld pass at lover energy settings could effectively clean-
up the surface discontinuities present on the single-pass weld bead. The
cross-section of a weld in 0.290-inch DAAC produced using a two-pass tech-
nieue is shown in Figure 130.

The two-pass welding technique used to produce the weld of Figure 130
consisted of an initial pass using a sharply focused beam deflected slightly
in the transverse direction, followed by a second clean-up pass made with a
beam oscillated in a circular manner to a 0.040-inch diameter circle. The
weld exhibits the classical parallel-sided shape of a high-voltage electron
beam weld. The second weld pass has effectively smoothed the weld-bead
surface and eliminated the defects induced by the initial weld pass.

The relatively high depth-to-width ratio of the weld shown in Figure
130 (approximately 5:1) results from performing the initial welding using
"optimum electron welding conditions”, i.e. relatively high energy and fast
welding speed. The clean-up pass smooths the surface irregularities but
does not affect the weld-zone characteristics., The settings used to pro-
duce the weld in Figure 130 were chosen as the final weld settings for
0.290-1nch mAC.

During the trial welding phase weld cracking was noted in the 0,290-
inch material., For example the weld of Figure 131 illustrates an inter-
granular crack extending upwards through the center of the weld gzone. In
general, it was found that most of the cracks initiated in the root of the
weld vhere weld bead surface discontinuities were present and that the cracks
propagated upward through the center of the weld along the centerline of the
symmetrical columnar grain solidification pattern. The center of the weld
being the last to solidify, naturally exhibits a less-ductile microstructure
as a result of the more rapid cooling rate. Since it was found during sub-
sequent welding that cracking could be eliminated through post-welding
thermal treatment, it is evident that shrinkage stresses from solidification
vere not responsible alone for cracking.

DEAC Steel Final-Weld Discussion

The production of sound butt welds in DAAC is highly dependent upon
optimigation of weld-gone ductility through immediate post-welding thermel
treatment. The combination of the extremely high hardenability of this
alloy snd the extremely rapid quench rates associated with high-voltage
electron beam welding, creates a solidification mechanism vhich produces &
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brittle, highly oriented martensite in the fusion gone. Unless this
martensite is tempered immediately, either by a post-weld tempering treat-
ment or a full heat treatment, an extremely high susceptibility towards
brittle behavior exists in the as-welded fusion zone.

Welds produced in both thicknesses of DGAC steel (0.090 and 0.290 inch)
exhibited a tendency towards brittle behavior when welded in the heat-treat-
ed condition and tested as-weldei. However, welds in the thicker base metal
wvere characterized by a greater tendency towards brittle failure, with most
mechanical-test failures occurring in the weld zone even though no apparent
welding defects were present.

The final butt welds in both thicknesses of D6AC, illustrated in Figures
132 through 147, represent attempts to obtain electron beam weldments with
good overall visual appearance and optimum properties. For all heat treat-
ment/aging conditions the size of the fusion zones, the heat-affected zones,
and the grain size were less than those generally obtained by arc welding
in the same material thicknesses. This is especially true for electron beam
welds in the 0.290-inch thick material.

The apparent widening at the bottom of the weld zone in the 0.090-inch
weldments, resulted from the particular welding conditions used to obtain
good surface quality. Welding was performed using a beam defocused to a
0,015-inch diameter. The result of defocusing is to bring the beam focal,
or cross-over point, slightly above the surface of the weldment. This
effectively permits the beam to diffuse as it passes through the gaseous
plasma present in the fusion zone during welding, creating the wider fusion
zone at the bottom of the weld. The undesirable wider weld zone resulting
from welding with a defocused beam was the principle reason for developing
a two-pass technique as an alternate method of eliminating weld-bead
discontinuities.

As can be seen in Figure 130, the two-pass welding technique produced
a weld zone configuration typical of high-power-density electron beam weld-
ing. The extremely deep and narrow weld zone 1s characterized by minimal
fusion and heat-affected zone widths. However, because of the less-ductile
microstructure of the fusion gone in the as-welded DGAC steel, a two-pass
welding technique has inherent disadvantagea. The effect of solidification
stresses from the second clean-up welding pass is to place the bottom of the
initial through-penetrated weld in tension. The tensile stresses in meny
instances induced cracking along the less-ductile colummar grain interface
along the centerline of the weld. Figure 131 illustrates this effect.

An immediate post-welding temper (two hours at 600 F) resulted in an
improvement in weld gone ductility for 0.290 inch D6AC; hovever, cracki
4id occur in several tempered weldments. A post-welding heat treatment (i.e,
a complete austenitizing and double temper treatment) contributed somevhat
to improved weld ductility; however, a large precentage of the welds cracked
during heat treatment either as a result of rough handling or thermal shock.

Because of the relatively poor ductility exhibited by the 0.290-inch
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DEAC welds during preliminary mechanical property tests, mechanical prop-
erty testing of final welds in the thicker D6AC was restricted to tensile
evaluation of welds tempered immediately after welding.

With relatively few exceptions electron beam welds in 0.090-inch DAC
did not exhibit the low ductility and brittle fracture behavior that charac-
terized welds in the thicker material. The less-than-optimum electron beam
welding parameters used to weld this thinner material did not induce the
cuenching severity present in the 0.290-inch welds. Since cooling rate can
influence the fracture transition temperature, it is evident that the less
severe cooling of the 0.090-inch welds resulted in more ductile weld-zone
behavior.

Results of tensile tests in 0.090-inch DAAC (T-ble 21) indicate that
electron beam welds in all heat treatment/welding combinations of the thinner
DAAC retain from ninety to ninety-five percent of heat-treated base-metal
tensile strength. The highest tenslle strengths were exhibited by welds
given a complete heat treatment after welding; however, the elongation ob-
tained in welds tempered immediately after welding was slightly higher.

Hardness profiles for welds in 0.090-inch D6AC (Figures 149-151) show
a decrease in hardness in the heat-affected zones of welds tested either as
welded or with a post-welding temper. In most cases, failure occurred in this
zone of relatively lower strengtl.; however, some failures did occur in the
base metal. Welds that were completely heat treated after welding displayed
uniform hardness across the weld zone and base metal. The occurrence of
failure for velds heat treated after welding was distributed equally between
the base metal and the weld zone.

As was previnusly stated, tensile tests were performed only upon 0.290-
inch DOAC welds that were tempered immediately after welding. The results
of tensile tests performed upon tempered electron beam welds in 0.290-inch
DEAC indicate that in many cases the welds exhibited equivalent heat-treated
base-metal strength. Elongation obtained in these welds was in general
lowver than base metal.

The extremely high strength exhibited by the tempered 0.290-inch DEAC
velds- indicates that the welds were tempered fast enough to relieve the
stresges induced by the clean-up pass. The relatively low strength of weld
HWS 29.1 indicated that the clean-up-pass induced stresses were not relieved
in time to prevent cracking. Welds exhibiting intermediate tensile strengths
indicate only partially stress-relieved structures. '

Electron beam welds in all heat treatment/welding conditions of 0,090
inch DGAC and in 0.290-inch D6AC welded in the heat-treated condition and
tempered immediately after welding possessed tensile strengths in excess of
welds in similar material produced by conventional arc welding technicues.

The effect of post-welding thermal treatment on the duetility of
electron beam welds in 0.090-inch DAAC is shown in Figure 148, The ductile-
to-brittic transition curves exhibit, as expected, a noticesble improvement
in weldment ductility for welds completely heat treated after welding. In
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order to obtain a more meaningful comparison of transition temperatures for
DEAC steel base metal and weld, the ductile-to-brittle transition temperature
has been redefined as the temperature at the midpoint of the ductile-to-brittle
‘transition range with respect to bend angle.

Applying the above definition of transition temperature to Figure 148,
weldments in 0.090-inch D6AC steel that were completely heat treated after
welding exhibited a transition temperature of 500 F as compared to 470 F for
heat -treated base metal. Welds in heat-treated base metal that were tested
either as-welded or with an immediate post-welding temper exhibited identical
transition temperatures (550 F). The overall ductility of the weldments
with a post-welding temper was, however, higher than as-welded ductility.

As was previously discussed, comparison of electron beam weldment
ductility with data for arc welds is extremely difficult because of the
severity of the 1.6T bend radius for electron beam welds.

Transverse bend ductility data is not reported for 0.290-inch DGAC
welds. The high crack-susceptibility of welds in the thicker DAAC tended
to mask true weld duectility and rendered bend test data invalid.

The fracture toughness exhibited by electron beam welds in 0,090-inch
DAAC steel in all heat treatment/welding combinations was lower than the
fracture toughness of heat-treated base metal. This can be explained on the
basis of the reduced ductility and highly oriented columnar grain solidific-
ation pattern in the fusion zone.

Table 23 summarizes the results of fracture-toughness tests performed
upon all three heat treatment/welding combinations. Fracture-toughness tests
conducted on 0.090-inch D6AC steel specimens welded in the heat-treated
condition (HW), revealed the effect of the extremely hard and brittle
martensite present in untempered electron beam welds in this material. All
specimens failed either during fatigue cracking, test setup (2000 1lb. preload),
or at test loads less than 6000 lbs. Fracture surfaces exhibited a granular
appearance and indicated cleavage fallure, The fracture-toughness data for
HW specimens was not reported.

Welds produced in heat-treated base metal and tempered (600 F - 2 hrs.)
after welding (HWS), exhibited fracture toughness (Ge*) values ranging from
189.3 to 249.8. The fracture surfaces generally exhibited a granular appear-
ance and occasionally indicated low partial shear failure. High magnification
macroscopic examination revealed that the flat gone between occasional shear
1lips coincided with the central plane of the fusion zone resulting from
columnar grain growth.

Welds in annealed DAAC which were heat treated after welding (WH), ex-
hibited the highest fracture-toughness (Go* values ranging from 288.3 to
726.3). The fracture surfaces exhibited a fibrous appearance. Partial or
full shear failure mechanism was indiceted by shear lips totalling sixty to
one-hundred percent of specimen thickness. High magnification macroscopic
examination indicated that in specimens exhibiting partial shear failure, the
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flat zone between shear lips coincided with the border between the fusion
and the heat-affected zone.

As wvas discussed under B120VCA Titanium Final-weld Discussion, the
range of fracture-toughness properties exhibited by all heat treatment/
welding conbinations must be interpreted cn the basis of several factors.
Slight variations in weld-bead and weld-zone geometry can occur from weld
to weld. The presence of a non-uniform hardness level within the weld gzone
creates a ductility gradient. Since during fracture-toughness testing crack
propegation occurs along random paths, variable hardness, ductility, and
geometry can influence the crack path.

Examination of the hardness profiles for 0.090-inch DEAC welds (Figures
149 through 151) gives some indication of the hardness varistion present
within welds in each heat treatment/welding condition. The hardness profile
for 0.090-inch DAAC heat treated after welding (Figure 149) is relatively
constant, with a uniform hardness existing across the weld zone and surround-
ing base metal. Therefore, the crack paths can vary over a wider range vhen
compared to those in the HWS specimens. Although crack propagation was
initiated in the weld (notch tips located at weld centerline), they could
continue either in the weld zone, particularly at the msion/heat-affected
zone interface, or cross into the tougher base metal. In fact, welds in the
WH condition exhibiting fracture~toughness values in the high range generally
had larger shear lips (indicating shear failure) and eventually failed in the
base metal.

Microstructural differences (i.e. the degree of recrystallization of
the columnar-grained weld fusion zones induced by post-welding heat treatment)
offer another possible explanation for variation in fracture-toughness prop-
erties of the WH welds. The heat treatment chosen for use during the subject
program included a one-hour hardening treatment at 1600 F. late in the
program it was discovered that this austenitizing treatment did not always
produce full recrystallization of the weld gone in the 0.090 inch DGAC steel.

The weld zone microstructures shown in Figures 135 and 143 illustrate
differences in degree of fusion zone recrystallization occurring after heat
treatment of welds in annealed material.

The results of fracture-toughness tests performed on all three heat
treatment/welding conditions of 0.090-inch DSAC steel indicate that maximum
fracture toughness is obtained from welds fully heat treated after welding.
Welds produced in heat-treated material that were tempered immediately after
wvelding exhibited lover fracture-toughness. The presence of the brittle un-
tewpered martensite in welds in heat-treated material tested as-weldeq,
resulted in premature brittle fracture during preliminary phases of testing.
For welds fully heat trested after welding, fracture-toughness up to 65% of
base metal was obtained.

Data obtained during impact testing of 0.290-inch DAAC welds (T-ble 24)

further bears out the need for an immediate post-welding thermal treatment,
The specimen used, an unnotched substandard Igod specimen, was chosen in
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order to eliminate the need for locating a notch or key-hole in the narrow
electron beam weld gone. Failure did not occur during impact testing of
base-metal specimens, Tests performed on welds were valid, however, with
failure occurring either completely in the weld zone or partially in the
base metal, Welds with an immediate post-weld temper exhibited superior
impact properties. No data was obtained for welds completely heat treated
after welding because of fracture of weldments during heat treatment.

The results of mechanical property tests performed on both 0.09C- and
0.290-inch DAAC indicate the need for an immediate post-welding thermal

treatment. For all types of mechanical tests performed (tensile, transverse

bend, internal-notch fracture toughness, and impact) superior strength and
ductility were exhibited by welds subjected to either an immediate temper
or complete heat treatment after welding.
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TABLE 1

Test Material

Material Thickness Quantity Billet/Heat Number
(inches) Sq. Ft. .
B120VCA Titanium 0.250 11.25 D - 1684
B120VCA Titanium 0.125 3k.5 D - 2617
B120VCA Titanium 0.125 6.1 D - 496
Ladish D6AC Steel 0.300 L8 06765
Ladish DAAC Steel 0.100 L8 06251
Molybdenum-0.5% Titanium 0.050 3.6 KDTM T02A .
Pure Tungsten 0.050 5.4 M-61-1-68
Beryllium 0.0k0 10.0 Sheet No. 30A
Molybdenum-0.5% Titanium* 0,100 4.9 T-5077-A2
Molybderum-0.5% Titanium*  0.005 3.5 T-5042-42-2
Pure Tungsten* 0.100 3.5 Uh4.5-297h
Pure Tungsten* 0.005 3.0 UL.5-297L

*Material transferred to roE-am from previous program conducted under Air
Force Contract AF 33(616?-7 39 Task Number 735102

51




(payo3a j0u) quBTT POzZIIBTOd

uo3g qesg yosg s, TWeNTIW °
qo3d qess yosd s, TWeNTI  °
w03 qems Te3IN $2

OCH + JH %1 +

Eonm g5z + S(Eon)ag swB € *

0% + 4B $T + foNH ¢9 °

O%H +

olE quag JH $5°T + fonH 96°€ °

snbjuyosy, FuTYoIE weYOI

USTTOd TeOTUSYOMW

TOuweY 33N
+ JH 962°T + YosH $¢
ysirodox3oeTd

YSTTOd TeoTUs oMW

USTTOd TeoTUsydIa

YSFTOd TEOTUBYII

anbiuoa], BuTysiTOod

SenbTUNo9], OTUABIHOTIS N

¢ THVL

‘q

°®

un A

uagsBung, pue 11 $5°0~OW

18935 Ivad

miuelTL VOAOCSTH

T3




. EU————————————— <

TABLE 3
Bend Mandrel Radii

Material Thickness (inches) . Bend Radius
(T = sheet thickness)
B120VCA Titanium 0.125 1.25T
D6AC 0.290 16T
D6AC 0.090 1.6 T
Mo-0.5% Ti 0.100 1.5 T
Mo-0.5% T1 0.050 1.25T
Mo-0.5% Ti 0.005 Lot
Tungsten 0.100 15T
Tungsten 0.05%0 1.257
Tungsten 0.005 LoT
Beryllium 0.0k0 1.1 7T
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Material
DEAC

B120VCA

Mo-0.5% Ti

Tungsten

Beryllium

TABLE L

Cleaning Procedures

b.
c.

b-
C.
d-

Cleaning Procedure

Anodic Clean - Water rinse
50% Aocuecus solution HC1
Water Rinse

110 F Solution of 1 part HF +
10 parts HN03 + 20 parts Hx0
Water Rinse

150 F Solution 30% HyS0),
Water Rinse

180 F Solution of 10% NaOH +

5% KMnO), + 85% H5O - S-minute

immersion, Followed by

Room temperature-solution of 15%

HC1 + 15% H,S0, + 10% Cro3 + 60 %
0]

Water Rinse

l-minute immersion in solution of
50% HF + 50% HNO3
Water Rinse

leminute immersion in solution of
2% HF + 40% HNO3 + 58% H0
Water Rinse
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TABLE 8
Room Temperature Base-metal Hardness Properties

Material Thickness Condition VHN Equivalent
(Inen) "Re"

B120VCA 0.125 Solution Treated 386 32,1
B120VCA 0.125 Solution Treated and 320 39.h

Aged
B120VCA 0.125 Solution Treated and Lo Lh.5

Cold Rolled
B120VCA 0.125 Solution Treated, Cold 446 Ly .5

Rolled and Aged

(Direct Rockwell Measurement) 49.5
DGAC 0.090 Annealed 183 (6.4)
D6AC 0.090 Heat Treated to 2TT700 548 52.1
D6AC 0.290 Annealed 220 (15.6) |
D6AC 0.290 Heat Treated to 2T700 528 51
Mo-0.5% T4  0.100 As Received 324 --
Mo-0.5% T4  0.100 Recrystallized 186 -
Mo-0.5% T4  0.050 As Received 285 -
Mo-0.5% T4 0,050 Recrystallized 218 -
Mo-0.5% L 0,005 As Received 325 -
Mo-0.5$ T4 0,005 Recrystallized 193 --
Tungsten 0.100 As Received 457 -
Tungsten 0.100 Recrystallized 351 -
Tungsten 0.050 As Received 507 -
Tungsten 0.0%0 Recrystallized 411 -- ] L
Tungsten ©.005 As Received We7 | -
Tungsten 0.005 Recrystallized 379 - ]
b
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TABLE 1

0.290-Inch DGAC Steel Base-metal Impact Test Results

Impact Strength

Material Condition (Ft-1bs)
DEAC Annealed 91 NF*
D6AC Annealed 93 NF
D6AC Annealed 95 NF
DEAC Heat Treated 120 NF
DGAC Heat Treated 120 NF
D6GAC Heat Treated 120 NF

Specimen Type: Unnotched Substandard Izod

* NF - Specimen Not Failled During Test
** Material annealed after heat treatment to 2T700 condition

67

Hardness g _R_Q 2

38.5
37.5
37.5

51.5
51.5
51.5




For

TABLE 1L

Electron Beam Weld Tensile Properties

0.040-Inch Beryllium

Test Ultimate Yield
Temperature Strength Strength Blongation
P fgsi} gpsil ‘i in 1 inchz
80 43,400 Nene 0
80 4k, 400 None 0
80 47,200 43,900 0.5
500 k2,800 34,100 18.5
500 42,600 33,300 9.5
500 42,000 34,000 9.5
1000 25,600 23,400 3.5
1000 2k, 700 23,800 3.5
1000 2k, 700 23,400 3.5
TABLE 1

Electron Beam Weld Ductile~to-brittle Transition Temperature

0.040=Inch Beryllium

Ductile~to=hrittle
Condition Transition Temperature Bend Radius
Blectron Beam Welded 1040 F 1.1 7T
Base Metal koo F 1.1 7T
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TABLE 22

Electron Beam Weld Ductile-to-brittle Transition Temperatures

Material

D6AC
D6AC
D6AC

DEAC
D6AC

0.,090~inch D6AC Steel .
Ductile~to=brittle Bend
Condition Transition Temperature Radius

Welded - Heat Treated 500 F 1.6T

Heat Treated - Welded 550 F 1.6T

Heat Treated - Welded - Stress

Relieved 550 F 1.6T

Annealed - Base Metal <FRT 1.6T

Beet Treated - Base Metal k70 F 1.6T
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Condition

Bw*
Hw*
HW*
Hw*
Hw*
W
HW**
W
Hw*
Hwx*

HWS*
HWS*
HWS*
HWS*
HWS*
AWS**
HWS**
EWG**
HWG**
HWG**

TABLE 2k

Electron Beam Weld Impact Test

Results

0.290~inch DEAC Steel

Impact Strength Hardness
Ft-Lbs Location of Failure (Re)
2.0 Weld 50.5
1.5 Weld 51
1.5 30% in Base Metal 51
3.0 30% in Base Metal 51
1.0 Weld 51
10.0 95% in Base Metal 50
o} Weld 50
0 30% in Base Metal 49.5
o] Weld 50.5
0 Weld 50
3.0 20% in Base Metal 50.5
5.0 30% in Base Metal 50.5
4.0 10% in Base Metal 50.5
4.0 10% in Base Metal 50.5
2.5 30% in Base Metal 50.5
39.0 50% in Base Metal 50.5
40.0 60% in Base Metal 50.5
15.0 30% in Base Metal 50.5
by .0 40% in Base Metal 50.5
k1.0 40% in Base Metal 50.5

* Specimen tested with face of weld in

#% Specimen tested with root of weld in

tension

tension




() Figure 1. 0.290-Inch DGAC Base Metal
a. As received
b. After grinding




TENSILE STRENGTH (PSI)

230,000

210,000

190,000 -

AGING TEMPERATURE 800°F
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0.2% OFFSET

170,000

150,000

1 1 ]
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(] ELONGATION
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Figure 2. Aging Characteristics of Solution Treated
0.125-Inch B120VCA Titanium Plate
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AYIELD STRENGTH AT 0.2% OFFSET

805 4 : : |les 20
. AGING TiME (HS)
Z 18
"g' @ ELONGATION
|° -
g E\
5 -
a . —- 8 0! 2
] 1 ] |
* % 4 ) 2 ™) 20
AGING TIME (HRS)

Figure 3. Aging Characteristice of Solution Treated and
50% Cold Rolled 0.125-Inch B120VCA Titanium Plate
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8.000

f— 3780 ——-1
f— 1,875 -
}
~
1000 0.500

—

NOTE: ALL DIMENSIONS IN INCHES

Figure 4,

(DBAC Steel and B120VCA Titanium)

AS RECEWED—T

Room~-Temperature Tensile Specimen Drawing

!
(

re 5. Room-Temperature Tensile Specimen
AC Steel and B120VCA Titanium)

8k




T™WO
0.250 DIA. 0.590

-Tl.oo—-/ ﬂ} l.ztso
vy | T

]

WELD AS RECEIVED

¢ 1] | IR BRI
! 4000 !

NOTE:ALL DIMENSIONS IN INCHES

Figure 6. Room and Elevated-temperature Tensile Specimen Drawing
(Mo-0.5% T1, Tungsten, and Beryllium)

T Figure 7. Room and Elevated-temperature Tensile Specimen
(Mo-0.5% T1, Tungsten, and Beryllium)
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6.000 IN, -

1.250IN.
©
C Y .
| I
AS RECEIVED

Figure 12. Bend Speclimen Drawin

(DBAC Steel and BL20VCA Titanium
i
;
!
:
i
!
i
|

K B820-8 Figure 13. 3Bend Specimen

(DOAC Steel and Bl20VCA Titanium)



|

0.500 IN.
f AS
WELD l‘aeceweo
A & 1—
4000 IN. _,l t

Figure 14, Bend Specimen Drawing
(Mo-0.5% Ti, Tungsten, and Beryllium)

EB8827-8 Figure 15. Bend Specimen
(Mo-0.5% Ti, Tungsten, and Beryllium)
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e i A ne o B WS M kv W trs S AMEMAR R WO S welr

£ I T 1

0.
T%bé DIA - TWO HOLES AS RECEIVED

(® LOCATE CENTERLINE £0.010
NOTE : ALL DIMENSIONS IN INCHES

NOTCH DETAIL

Figure 17. Internal-notch Tensile Specimen Drawing
(DAAC Steel and B120VCA Titanium)

Figure 18. Internal-notch
Tensile Specimen (DGAC Steel
and B120VCA Titanium)

£8827-8
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2.952 IN.

e—— [.092 IN.

0.290

¢
WELD

Figure 22, Impact Specimen Drawing (DGAC)

£m829-8 Figure 23. TImpact Specimen (DGAC)
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plAPHRAGM T
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MAGNETIC

LENS ASSEMBLY —=

WELDING
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WORKPIECE

Figure 25.
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Ry

INSULATOR

AIR INLET
VALVE

FILAMENT
GRID CUP

ANODE

DEFLECTION

—

coiL

TO_ VACUUM
SYSTEM

Electron Beam Welding Machine Schematic
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|
|

3000 IN.

P;gnte 26. Trial Weld Specimen Dreving
AC Steel and B120VCA Titanium)

1.00OIN.

I |

e e e Y
e——1.000 IN.—= ‘
Com o] ]
AS RECEIVED

Figure 27. Trial Weld Specimen Drawing
(¥0-0.5% m/tunmon, beryllium)
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ER830-8

Figure 28.

Typical Welding Fixture
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[———————— ¥

|

|

|

! 4.250 IN.

|

|

Lo __ R 1

e 4,000 IN, —o

e K

L 1
AS RECEIVED J

Figure 29, Finel Butt-weld Specimen Drawing for Tensile Evaluation
(D6AC Steel and Bl20VCA Titanium)

Emed~8 Figure 30. Final Butt-weld Specimen for Tensile Evaluation
(DAAC Steel and Bl20VCA Titanium)
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Figure 31. Final Butt-weld Specimen Drawing for Bend Evaluation
(DAAC Steel and B120VCA Titanium)

Eme32—-8 Figure 32, Final Butt-weld Specimen for Bend Evaluation
(DGAC Steel and B120VCA Titanium)
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je—— 6.000 IN. —>

I ————— — :
AS RECEIVEDJ

Figure 33. Final Butt-weld Specimen Drawing for Internal-Notch Tensile
Evalustion (DGAC Steel and B120VCA Titanium)

cmess-s Figure 34. Final Butt-weld Specimen for Internal-Notch Tensile
Evaluation (D6AC Steel and Bl20VCA Titanium)
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1.250 IN.

|~-1.0001N.—]

2.000N— |

AS RECEIVED —,

Figure 35. Final Butt-weld Specimen Drawing for Tensile Evaluation
(Mo-0.5% Ti/tungsten, and beryllium)

£B83-8 Figure 36. Final Butt-weld Specimen for Tensile Evaluation
(Mo-0.5% T1i/tungsten, and beryllium)
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1.250-IN.

e e s o e e . = —

2.000-IN.——== L

o o o e o - —— o

AS RECEIVED—f

Figure 37. Final Butt-weld Specimen Drawing for Bend Evaluation

(Mo-0.5% Ti/tungsten, and beryllium)

Figure 38. Final Butt-weld Specimen for Bend Evaluation
(Mo-0.5% Ti/tungsten, and beryllium)
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Figure 39.

Welded Internal-Notch Tensile Specimen

107




A, T i
‘ ) ' ! ' woo e + v N .
. T . . fak v“%‘y PR

, 3 - v~ . - \
2. -
2

s g
.

Figure LO., B120VCA Titanium Base Figure 41. B120VCA Titanium Base
Metal; 0.125-Inch Solution Treated; Metal; 0.125-Inch Solution Treated;
X200 After Aging 72 Hours at 900 F;X200

Semi S R

Figure 42. B120VCA Titanium Base Figure 43, Bl20VCA Titanium Base

Metal? 0.125-Inch 50% Cold Rolled; Metal; 0.125-Inch 50% Cold Rolled;

X200 After Aging 12 Hours at 800F;X%200
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Figure L4hk. DBAC Steel Base Metal; Figure 45. ™HAC Steel Base Metal;
C.09C-Inch Annecaled; X220 C.090-Inch Annealed; After Heat
Treatment to 2T7CC; X200

Figure 46, D6AC Steel Base Metal; Figure L7. DOAC Steel Base Metal;
0.29C=-Inch Annealed; X200 C.290-Inch Annealed; After Heat
Treatment to 2T70C; X200
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Figure 4&, Bo~2.,5% Ti Base Metal; Figure 49. Mo-0.5% Ti Base Metal;
0.10C-Inch As-recelved; X2CC C.1CC-Inch Recrystallized; X2C0

Figure 5C. Mo-C.5% Ti Base Metal; Figure 51. Mo-0.5% Ti Base Metal;
C.050~Inch As-recelved; X2C0 C.05C=-Inch Recrystallized; X2C0
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MP4149

Figure 52. Mo-".5% Ti Base Metal; Figure 53. M>-C.5% Ti Base Metal;
~.C05-Inch As-received; X20C 0,205-Inch Recrystallized; X2CC

Tigure 5k, Tungsten Base Metal; Figure 55, Tungster Base Metal;
{.1CT-Inch As-received; X2CT 2.,10C-Inch Recrystallized; X2CC

[
(=)
[



e 46 &/ \ : .

a3 ST LT

Figure 56. Tungsten Base Metal; Figure 57. Tungsten PBase Metal;
C.C5C-Inch As-received; X2C0 2.C5C-Inch Recrystallized; X20C

M P 3486

Figure 5&., Tungsten Base Metal; Flgure 53. Tungsten 3ase Metal;
C.CCB-Inch As-rece!ved; X200 CWC05=-Inch Recrystalilzed! X200

Vel N}
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Figure 60. Beryllium Base Metal;
0.040-Inch As-received; X200

a., As-received b. After Grinding

Figure 61. 0.090-Inch DEAC
Base Metal Cross-section; X200
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Figure 62. Trial Weld Cross-section;
0.040-Tnch Beryllium; X70; 100 KV, 12 ma,

27 ipm

Figure 63. Trial Weld Cross-section;
0,040~Inch Beryllium; X70; 120 KV,
7 ma, 80 ipm

114

Figure 64. Trial Wecld Cross-section;
0.040-Tneh Beryllium; X70; 120 KV,
7 ma, 80 ipm, Longitudinal Beam
Oscillation



Figure 65. Trial Weld Cross-section;
0.040-Inch Beryllium; X70; 120 KV, 7 ma,
80 ipm, Circular Beam Oscillation

Figure 66. Trial Weld Cross-section;
0.Ch0-Inch Beryllium; X70; 110 KV, 2.5 ma,
15 ipm, 0.015-Inch Diameter Beam

115



£ B636~—-4

Figure 67. Trial Weld Cross-section;
0.040-TInch Beryllium; X70; 75 KV, 6 ma,
15 ipm, 0.020-Inch Diameter Beam

FR637-4

Figure 68. Trial Weld Cross-section;
0.040-Tnch Beryllium; X70; 65 KV, 7 ma,
15 ipm, 0,020-Inch Diameter Beam
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Q\ BASE METAL

puser

3

O
o
!

ULTIMATE TENSILE STRENGTH (10°psi)
3
!

30 |-
ELECTRON BEAM WELDED
20 - BASE ueu&.-—j
1
80°F 800°F I000°F

TEMPERATURE (°F)

Figure 73 Ultimate Tensile Strength vs. Temperature;
0.0L0-Inch Beryllium Welds
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ANGLE OF BEND AT FAILURE

100

80}
60 BASE METAL
40 ELECTRON A
BEAM
WELDED
20+
o
0 L /] A A L [
100 300 500 700 900 1100

TEMPERATURE (°F)

Figure Th. Bend Angle vs. Temperature; 0.040-Inch Beryllium Welds
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EBE18—4 EB6§7—8

Figure 75. Trial Weld Cross-section; Figure 76. Trial Weld Cross-section;
X20; 0.100-Inch Mo-0.5% Ti/Tungsten; X20; 0.100-Inch Mo-0.5% Ti/Tungsten;
Beam Located on Joint Centerline Beam Located 0.010 Inch in Mo-O.S% Ti

|
Figure T7. Trial Weld Cross-section; Figure 78. Trial Weld Cross-section;
X20; 0.100-Inch Mo-0.5% Ti/Tungsten; X20; 0,100-Inch Mo-0.5% Ti/Tungsten;
Beam Located 0,010 Inch Tungsten Beam Located 0.006 Inch in Tungsten
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Tungsten

| EB337-8 |
Figure 79. Trial Weld Cross-section; Figure 80. Trial Weld Cross-section;
¥20; 0.050-Inch Mo-0.5% Ti/Tungsten; X20; 0.050-Inch Mo-0.5% Ti/Tungsten;
Beam Located on Joint Centerline Beam T.ocated 0.005 Inch in Mo-0.5% Ti

EB8838—-8

Figure 81. Trial Weld Cross-seciion;
X20; 0.050-Inch Mo-0.5% Ti/Tungsten;
Beam Located 0.005 Inch in Tungsten
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Mo=-0.5% Ti
BASE METAL
\
N
N
N
AN
N
) 10
Mo-0.5% Ti
WELDMENTS N o
\ ~
AN & .

8
-

ULTIMATE TENSILE STRENGTH (103 psi)

:

40—

® Mo-0.5% Ti WELDED TO TUNGSTEN

Mo-0.5% Ti WELDED
TO TUNGSTEN

B Mo-0.5% Ti WELDMENTS
A TUNGSTEN WELOMENTS

0 Mo-0.8% Ti BASE METAL
A TUNGSTEN BASE METAL

30}
0o 800 1000 1300 2000
TEMPERATURE (°F)
Figure 97. Ultimate Tensile Strength vs. Temperature;

0.050-inch Mo-0.5% Ti/Tungsten Welds
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FIXTURE
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Figure 98. Bend Angle vs. Temperature; 0.100-Inch Mo-0.5% Ti/Tungsten Welds
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ANGLE OF BEND AT FAILURE

120 r——-o----————?o—tbﬁ:
J O TUNGSTEN BASE METAL
) O Mo-0.5% Ti BASE METAL
® Mo-0.5% Ti/TUNGSTEN
90 WELDMENTS
60
Q
’) °
30
[ =
oO 200 400 600 800

TEMPERATURE (°F)

Figure 99. Bend Angle vs., Temperature;
0.050-Inch Mo-0.5% Ti/Tungsten Welds
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ANGLE OF BEND AT FAILURE

90
60
30 /
0 Mo-0.5%Ti BASE METAL
O TUNGSTEN BASE METAL
® Mo-0.5% Ti/ TUNGSTEN WELDS|
o .
0 200 400 600 800
TEMPERATURE (°F)
Figure 100, Bend Angle vs. Temperature;
0.005-Inch Mo-0.5% T1/Tungsten Welds

129



Figure 101. Trial Weld Cross-
section; X20; 0.125-inch B120VCA
Ti; 150 KV, 10 ma, 50 ipm

Figure 102. Trial Weld Cross-section; X20;
0.125-Inch B120VCA Ti; 150 KV, 10 ma, 50 ipm,
0.020-Inch Y Oscillation
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EB849—8

Figure 103. Trial Weld Cross-section; X20;
0.125-inch B120VCA Ti; 150 KV, 10 ma, 40 ipm,
0.020-inch Circular Oscillation

Figure 10k, Trial Weld Cross-section; X20;
0.125-Inch Bl120VCA Ti; 140 KV, 15 ma, 50 ipm,
0.020-Inch Y Oscilletion
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EB851-8

Figure 105. Trial Weld Cross-section; X20;
0.125-inch B120VCA Ti; 140 KV, 16 ma, 40 ipm,
0.020-1inch Circular Oscillation

EB852—8

Figure 106. Trial Weld Cross-section; X20;
0.125-1inzh B120VCA Ti; 150 KV, 7 me, 22 ipm,
0.075=inch X Oscillation
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100 A SOLUTION TREATED AND AGED BASE METAL
0 COLD ROLLED AND AGED
w BASE METAL
& B WELDED IN THE COLD ROLLED
3 AND AGED CONDITION
5 A WELDED IN THE SOLUTION
80 TREATED CONDITION,AGED
B AFTER WELDING
© WELDED IN THE SOLUTION
g TREATED AND AGED CONDITION
W
(]
[
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o) 200 400 600 800 1000
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Figure 119. Bend Angle vs. Temperature; 0.125-Inch
B120VCA Titanium Weldments '
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EB8Gi—-8

Figure 123, Trial Weld Cross-
section; X20; 0.090-Inch D6AC;

130KV, 15 ma, 60 ipm

i
i

Figure 125, Trial Weld Cross-
section; X20; 0.090-Inch D6AC;

130 KV, 15 ma, 70 ipm, 0.010-Inch
Y Oscillation

1Lo

EBB62-8

Figure 12L. Trial Weld Cross-
section; X20; 0.090-Inch DAAC;
150 KV, 10 ma, 55 ipm, 0.010-Inch
X Oseillation

Figure 126, Trial Weld Cross-
section; X20; 0.090-Inch DBAC;

150 KV, 10 me, 55 ipm, 0.015-Inch
Y Oscillation



il £ 5e65—:
Figure 127. Trial Weld Cross- Figure 128, Trial Weld Cross-
section; X20; 0.090-Inch DAAC; section; X20; 0.090-Inch D6AC;
150 KV, 10 ma, 55 ipm, 0.015-Inch 150 KV, 11 ma, 50 ipm, 0.010-Inch

Circular Oscillation

Diameter Beam

Figure 129. Trial Weld Cross-
section; X20; 0.090-Inch DAAC;
150 KV, 15 ma, 58 ipm, 0,015-Inch
Diameter Beam
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Figure 130. Trial Weld Cross-sectlon; X20; 0.290-Inch DBAC; 150 KV,
21 ma, 24 ipm, 0.005-Inch Y Oscillation, With Second Clean-up Pass
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Figure 131. Trial Weld Cross-sectlon; X20; 0.290-Inch DEAC
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Figure 143, Final Weld
Microstructure; X100; ©.290-Inch
DAAC; Welded in the Annealed
Conditicn and Heat Treated
After Welding

Figure 142, Final Weld Cross-
section; X20; 0.290-Inch DAAC;
Welded in the Annealed Condition
and Heat Treated After Welding
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Figure 146, Final Weld Cross-
section; X20; 0.290-Inch DFAC;
Welded in the Heat Treated

Condition

Figure 147. Final Weld
Microstructure; X100; 0.290-Inch
D6AC; Welded in the Heat Treated
Condition
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ANGLE OF BEND AT FAILURE

O ANNEALED BASE METAL
A HEAT TREATED BASE METAL
© WELDED-HEAT TREATED

90

A HEAT TREATED~WELOED

W HEAT TREATED-WELDED-
STRESS RELIEVED

Figure 1h48.

200 400 600 800 1000
TEMPERATURE (°F)

Bend Angle vs. Temperature; 0.090-Inch D6AC Steel
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APPENDIX
Evaluation of Fracture Toughness

The fracture toughness value ("G,") indicates the ability of a material
to resist failure due to the propagation of an already-present through-crack
during load application. It should be noted that standard mechanical tests
do not measure this property; i.e. the tensile test, the fatigue test, the
standard notch tensile test, and even the standard impact test which
measures the energy to fall an unnotched or notched specimen by causing a
crack which ultimately leads to fallure.

Fracture toughness tests are currently being used to determine the
relative merit of different high strength materials for use in rocket cases
at specific levels of yleld strength. While the yleld strength may be
readily measured from a load-deflection curve of an unnotched tensile
specimen, fracture toughness evaluation is somewhat more involved since
measurement of crack growth of a notched tensile specimen is needed in
addition to the load-deflection curve. Specifically, determination of the
slow crack growth up to the onset of fast fracture is necessary. This crack
length is then used to calculate "Go,", the value of the energy necessary
for rapid crack extension (also known as the critical crack extension force,
fracture extension force, or fracture toughness).

A comprehensive survey of techniques 1 through 21 currently being used
to evaluate fracture toughness was conducted prior to final choice of the
evaluation method used in the subject program.

Briefly, edge-notch tensile tests were eliminated because they are
currently considered more applicable as a screening method. Precracked
Charpy-specimen tests are still in the early stages of development, and in
any case, although economical, are not readily suitable for testing
electron beam weldments in the as-welded condition. Various bend tests are
in the early stages of development, and bulge tests are not considered
applicable for the butt-welds being tested.

The center-notch tensile test was finally chosen because of its
accuracy, particular suitebility for electron beam weldments, and general
acceptance by industry. However, the ink-staining technique originally
proposed for measuring slow crack growth was dropped for three reasons:

1) considerable judgment as to the quantity of ink applied to the notch
root was required--too much ink caused ink splatter at fast fracture which
in turn caused an overestimate of fast fracture crack length, and too little
ink csused exhaustion of the fluid prior to fast fracture which in turn
caused an underestimate of the fast fracture crack length; 2) ink has been
proved to cause an environmental effect which leads to an erroneous Gg
evaluation; and 3) ink staining techniques are insensitive to the stress
field disturbance resulting from plestic flow relaxation at the crack tip
and thus necessitate a correction factor for the plastic zone at the

erack tip in the calculation of Ge.

The specimen used for center notch tensile testing was shown in
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APPENDIX (Continued)

Figures 17 and 18. Internal notching of the specimen was accomplished by
spark-erosion machining. A two-ampere discharge current was used to
produce a smooth sided cut and a maximum notch tip radius of 0.005 inch.
The notch tips were then fatigue cracked by alternate bending in a Krouse
plate cyclic bending machine. Base-metal specimens were easily through-
cracked, (except for an infinitesimally small section at the neutral axis)
using zero (0) mean stress.

Because of weld metal protrusion, welded specimens required a small
mean stress causing more tension on the root side in order to produce fairly
even "wing' cracks.

In a valid fracture - toughness test the crack-tip plastic gzone is
small in relation to the crack dimensions and the elastic stress fieldld.
Under such conditions the effective stiffness of the specimen containing the
crack will be a function of the extent by which the specimen has been
parted by the crack. With crack growth, less of the section remains to
support the load, and the strains become correspondingly higher, with the
result that the load to extension ratio or elastic modulus decreases.
Ideally, a load - extension curve between points on either side of a
centrally notched plate should show an initially constant slope character-
istic of the notech length. Then as a crack propagates from the notch, a
decrease in slope similar to the onset of plastic flow in an unnotched
specimen would appear. This curve would differ from a normel stréss-
strain curve, however, in that upon unloading it would return to the origin
along a straight line, the slope of which would be characteristic of the
total crack length attalned. Accordingly, a line drawn from the origin to
any point on the curve would have a slope characteristic of the crack
length attained at that point. Thus, measurement of extension of the
notched specimen during losding up to the onset of fast fracture (the point
of maximum load in a valid fracture toughness test) should provide a measure
of the crack length at that point.

Applying the fracture-mechanics discussed above, a calibration curve20
was drawn for two 3-inch wide specimens of different materials (refer to
Figure Al). The apparent elastic moduli of the specimens were determined
for a variety of center-slot lengths. The percent (%) decrease in modulus
vs. increasing crack length was plotted. It was found that the curves were
essentially linear for slot lengths between 1 and 1.5 (or even 1.8 inches)
and furthermore, that the curves for the two different materials were very
close together. From the slope of the curve in the straight-line range, #&n
expression for crack growth as a function of percent decrease 1in the
apperent modulus was obtained: crack growth (in.)=(% decrease in modulus)
x (0.0185). Tt has been further proposed?l, that within the limits of
experimental error, this relationship holds true for all materials that
lend themselves to fracture-toughness evaluation.

An extensometer was used to measure the displacement across the notch
of the sheet specimen. The dlsplacement and meximum load were converted
into an apparent modulus. Percent decrease in modulus was calculated from
ratio of apparent modulus to actual modulus of the load-deflection curve
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APPENDIX (Continued)

(see Figure A2), The crack growth was then obtained from the calibration
curve of percent decrease in modulus versus crack length (Figure Al).

An extensometer - compliance gauge was used for initial fracture
toughness tests. It soon became evident, however, that the extensometer
vas being severely shock~loaded upon fracture of the more brittle specimens.
Also, because of the bullt-in magnification factor of the compliance gauge,
and the limited range of the extensometer, the displacement across the notch
of the more ductile specimens could not be measured. Therefore, the
compliance gauge was eliminated and a new 2-inch gauge length, medium
magnification, medium range, extensometer was modified in order to measure
ell types of specimens tested during the subject program.

Certain slight errors are possible in current methods of evaluation of
fracture toughness. Human errors can occur during measurement of 2a, and
determination of the slow crack growth by a graphical method. The
determination of the 1/2 crack length (a), by the technigue described above
is believed to be more accurate than the ink-staining technique and safer
perhaps then & calculation techniquel9 which could incorporate up to a 10
percent error in a direct elastic modulus determination (as a result of in-
herent tensile machine error). The graphical method used allows20 for a
cancellation of errors in modulus determination since 1t is based on the -
difference between the initial modulus and the apparent modulus.
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APPENDIX (Continued)

Notes

In order for a fracture toughness test to be valld, the conditions
below must be satisfied.

1. A nomine.l specimen limitation of 16t < W < L5t was adopted by the
ASTM Committee™ for the following reasons: if the width of the specimen is
greater than 16 times the thiclkness the propagation of & nominal 2a crack
or flaw can be contained or even stopped within the elastic stress field,
i.e., the plastic zone at the crack tip should not exceed the elastic stress
field of the specimen, otherwise the elastic stress analysis upon which
fracture toughness determinetions are based would be violated; if the width
of & thin sheet specimen is greater than 45 times the thickness the specimen
may tend to buckle during the test.

2. The initial slot length (230) should be 30 to 40 percent of the
specimen width (0.3 W < 28y < 0. L W). This nominal limitation on internal-
slot length was edopted by the ASTM Committee in order to ensure the
validity of the fracture-toughness test with respect to the original elastic
stress analysis.

3. The 2a crack length should not exceed 0.6 W (W referring to
specimen width). If the 0.6 W crack length is exceeded, the specimen is too
ductile for a valid fracture toughness determination. A similar limitation
imposed by the ASTM Committee is oy § o0.., Or that the net section stress
should not exceed the tensile yleld strenRh in a valid fracture toughness
test.

4, Due to the technique of measurement all fracture toughness values
reported have been inherently corrected for the plastic zone at the grack
tip. Therefore, fracture toughness values are reported as G<= or K, , the
asterisk symbolizing inclusion of the plastic zone correction.

¥ASTM Committee on Frecture Testing of High otrength Sheet Materials




APPENDIX (Continued)

List of Symbols

P = maximum load at onset of fast fracture (1lbs.)

=
]

specimen width (in.)

t = sheet thickness (in.)

&y = 1/2 initial center-slot length = Dotch lenﬂ; fatigue cracks (4y,)

a = 1/2 crack length at onset of fast fracture =280 + slow crack growth (4, )
P

8 = ma

(redians)

E = elastic modulus (psi)

00 = gross section stress « _P_ (psi)
Wt
ox = net section stress = P (psi)
(W-2a) ©
oys= yleld strength (psi)

p = demsity (1bs./in. 3)

R = notch strength = (psi)

P
W= 2ag) ¢

GY = fracture t ess (in. 1b.
c = oughn (-TnT) [Corrected for plastic zone at crack tips]

»

K& = critical crack toughness index (ksi J in.)

K= plane-strain fracture toughness index (ideal)

Kyo = opening mode or plane-strain toughness index (ksi ./ in.)
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APPENDIX (Continued)

List of Symbols (Continued)

= plane-strain fracture toughness (in. 1b.)
e ' in.2

Pyo = load at minor instability; crack pop-in or deviation of apparent modulus
from linearity (1lbs.)

# =Poisson's Ratio

ONe = opening-mode gross stress = EN£_
Wt
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APPENDIX (Continued)

List of Equations

G:. 02 W tan @ vhere 0 = ma
E W

* *
Gc',g%a_ or K=,EGE

oys . yleld strength: density ratio (in.)
p

_R_ = notch strength: yleld strength ratio
oys

2
GNC =0&E__E tan E;Q.

KNe = E
Ne _l_-_“_z Gye
(KNc = ch )
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APPENDIX

Sample Calculation

Sample calculation for specimen #102, 0.090" D6AC base-metal heat
%reated to the 2T700 condition.

1. Determine gross section stress, 00 = m}"_ (psi)

24,100 1b. .
(2.90 in.}(0.090 in.) ~

2. Determine 1/2 crack length at onset of fast fracture (a) by method
shown in Figure A-2.

92,400 psi

20,700 1b. - 12,800 1b. y 140 = percent decrease in modulus = 38.1%.

20,700 1b.
(38.19) X (0.0185) = Crack Growth = 0.70 in.
280 + Crack Growth _ _______1.0&; 0.7%9 = 0.67 in.
" =

. Calculate fracture toughness, Go* = _0.0°W tan in-1b
’  coemess, Gt 2 5= e 00T
vhere @ - _7 & (radians)

W
[o]
(92.4)2 X 206 X 2.90 m(.87) 360 - in.-lb.
tan | 7 (.87) ng =113 e

30.5 X 106 2.990
4, Calculate critical crack toughness index, Kqo* :./ E Ge* (ksi'f-i?x)
./30.5 X 106 X 1113 = 184 ksi «/ in.

5. Calculate net section stress, ox

P
(W_-aaTl:- (pst)

24,100 = 230,800 psi

(2.90-1.74)(0.,090)
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LOAD (LBS)

*~~POINT OF FAST FRACTURE
(MAXIMUM LOAD)

LINE DRAWN FROM ORIGIN TO
POINT OF FAST FRACTURE

DEFLECTION (INCHES X 1073)

PP
PERCENT DECREASE IN MODULUS * —=—2 X 100

(PERCENT DECREASE IN MODULUS)x'(0.0188)= CRACK
GROWTH IN INCHES

Figure 158 Method for Computing Slow Crack Growth

178

Y e
Raadss e .

s



—— —— T—— — ——— —— —— —————  S— — — ——— ——_ vV w————

103 w3p PSTIqd Y3ia pue $a1zedond e
=389 G3TA DAIUdN0D aXan SPTAA WBRq UOIZIITD
;3 Jo suojjeliyseau; Lxedord Teotueyowm pus
STHdeIIOTTRIM aq3 JO SN  *aInjeiadmay
WOOX 18 PAUTMINIGD IXan (IS Jyod Puw
wnIUe3T3 VOAOSTE JO sarasadoxd arIsuay yojou
-Teaxequl °d Q00T 03 samisiadmway 3w Burgsag
pusq pUB 4 0022 03 sammjwzadmes 3w Bujysag
911susy £g seyiradond TeoTUGOSM 103 PIJWNTUAS
axaa (ITQEOTTAd® aleys) FWIMIBAIL TRIAN)
PUS ‘UOTIPUIQWOD JuTOf ‘SEGUNSTYY TeIIem
YOWe JO SPTSA 131G  °STOTISUTQUOD JUIMIBILI
TemIou} fpTan Jo £3s1rea v Puyiess puw Bupprea
Lo ovoq PU® YOAOSTE 3 UT PIjeSiisaauy

axan (Fupjeers; jwey pue Puide) sjuamiwars
TomIey3 JO 830919 L °WNITTAIeq aq3 X03

— — — —— v l— o——— —— — —— — — —— ——— —— —

I3
S
qaug o..\o.o PUS {U33Bumy O3 PIPTan wnyueii3
$<S°O-wnuapahiom Sty 103 YIUT S00°0 PIe

*sonbjuyoldy Buyutof Iaujo f

_
|

—— — — ———— ——— {— —— —— ——— ——  —— ———— h—— {—— T—

*sabyugoey Juyatol ey —
203 w3ep pausTIQM UY3TA puw sariralond teym
-3%9q Y3TA DAIudWOD AZan SPTOA WMEEq UDIJONTS
43 Jo suotediissan; Lixedoxd TeoTUNGONE pue

oTudeIBoTTeIem SU3 JO S3TNSSY  °aImjexsdney “
WOOL 30 DIUTMINIIP Slsa Ta83s NG P
WNIURII3 VOAOSTE JO sajjtadoxd oTIsus) yojouw
-Tewtsqur  *4 Q00T 03 saunjszadsey 3w ITIses
PUaq PUR 4 Q022 O3 samjviadmey 38 Sujjses;

JIousy Aq #973x3008 TEOTUNIDWE X0J PIIMTEAS #
aan Ao.na-oﬁﬁhc SIGA) FWIMIBOLY TENIM]Y
PUP ‘UOTIBUTQEOD JWTOf “sEAMOINY TEIINIIM
YO®e JO SPTaA 3N  °SUOTIBUIGEOD AUSMIDAIS
TeRza3 foTan Jo £387Iea w Fupisey pus Surprem
£q Jv9a PUS YOAOZSTE U3 Ul pejuliiseant
azan (Buriveds Jwey pus Buile) sjuemawexs
TORISU] JO $3083J0 I ‘WMTTTAINQ o3 307

\ /

YoUT 000 PUe fus3sBung O3 PIPTeA WNTUSITI ~
$5° 0-BOUIPQATON a3 X0J YIUT S00°0 PUB

UOTIRITION VLISV W “IA ‘Qout 150°0 ‘NONT OOT'O ST9998 OVGA 943 X03 | OFAooLlod VLISV UL IA ‘UOUT 050°0 ‘UOGT 00T 0 {19938 JY9L W3 303
8I0 &3 TRV ‘A YOUT C60°0 PUW UOUT 062°0 {WNTURITI VOAOZIE BI0 X ey A 99U} 060°0 PUS OUT 062°0 fWATERITY VDAOSTE
n.mg awwmn“ . Y3 JOJ GOUT SZTT°0 IO SIVSIUAOIYR mh.ndﬁu».l m Mo”"mﬁi«ma .n“.m” - a3 Mﬂu Youy S2T°0 3O .M...ﬂ”ﬂﬂd Hc.rnﬁ —
—iTTiA U POnpord axoa sSPIIM WRITTAIN DUW |, P! oxan spioy ° Axag
SrmmT L, | e T e R R | mm e | e T e
- DA SLan
€9LL-(1S9)EE iV uﬂ—vﬁﬂ - . podape oyl £9LL-(L59)EE av senbyuijoay BuTPTN UOX300Te PRGTOA-USTH
voR - TW0a3 BUTPTAA WESq UOIIDITe aBeyToA-UBTH ) - TON WBeq 30T 24 _
2015EL Xswg, x0day PRTJISINTOW) TOTSEL Avwl aroday petJIsselou
T6EL Foxd osav °I *859% gz ‘soTqwy ‘snqTy Tewy ‘ALY _ ‘TSEL Ford Odv °I ] ~ugoz gz ‘ssrqes ¢-enTTF Tour -dLLT |
eopweulponteny, *y ‘69 qai ‘adcde: TeULd "TVIMEIVW SOVASOMAV 4O somwaipomieny, <4 €9 480 ‘acodes TOOR ETVIELIN IS0V J0
g-w“ - DNICTSA WVPE BOWIONTE *Z€T-£9-MOI~GEV "o Y gﬁ-w“ *t OMICTAM WV NOWIOFT «nﬂ% ox ¥y _
*OTUD 4V uosIajed : UOSISIINY
PN Weg-UOIIITY *2 ~qUBjiM ‘QU SOTWEIS) B STWIN ‘Sos8ao0lg B | -PIaM Weag-uoIDITH 2 ~aqBram ‘qwl SOTRRII) B TR ‘sossadoly 3 ~
?oTM 1 STSIIIW/ITQ ‘UOISTAIQ sWMIjsdg 1WOTINWUOIY ot T STLIM/IIQ ‘UOISTAIQ swmaqsdg THOTINETIOIeY

,
|||||| r.lllulllvlll...lllll..l‘!




P WRag-UOIIDITY 2

*sanbiuqosy Juyujof Iaq3e _

203 wawp pasTIQ G3TA pus serjxadord Terem
~389q YA PAIBEMOD aXan SPTOA EBOQ UOXOITS _

a3 Jo suoljviigssaut Lyxedoxd TeojuwyONm puw

s1ydsaBotIeen 83 JO sInsay °aIngeladmey

WOOL 38 PITHINNGP I TS N9d pue
WTUR3IY VOAGSTH JO #ey3dadoxd arysues yajow
~TeuIequ] g O00T 03 saxnymxadmes 3w Buyysey 1

pUSQ PUB J 0022 O3 samjsxadmey jm Bujses

aTysus) £q sayrxedoxd teoTuUwiosm 03 pIIWNTRAR

aIsa (ITQWOTTEdw aIoya) JuemIRAI; TWRIA3

PUV ‘UOTIWUTQWOD JuTof ‘ssIMNOTUZ TEIIVIEEM

YoUR JO SDTaA 330G  *SUCIFWIQWOD JUMIBAIY

J Temsuiferan jo L3spsea ® Bujissy puw Buiprea
£Q Jv9q PUw YDAQZTE 943 Uy pajedrissaug _

azan Aun«vuoha say pus Buife) sjuamiwaxy
TWRIaY3 JO $3003J@ WL “WNITTAIaq 3 X0 _

— — — — o—— s ——— ——— o et ittt S, e, sttt e e

’ N .
() _
A
Y3UT Oh0°0 PUe {usjsBuny 03 pIpTan WMIURITI
$5° 0-WWIHQLTON 3 203 YOUT G00°0 PUE

WOTIDITTOR VISV U .H> ‘your 0S0°0 “UIWT OOT'O 19939 OVOQ U3 103
. 830 43 TwAY °A QT 06070 PUS YOUT 062°0 {WNIU¥IT3 YOAOSTH _
T wunnwl ‘wian 43 X03 HOUT S2T°0 JO 9ISFIUAOTY3 TVIIojwm
oo X WRTTUTN TGISE CAY U} peonpoxd axsa spiew  ‘nAJTTAIAq puwe
I00 SRROT Jowpuia ‘usgsBmy 03 WATEITI 4G O-WNUQATON ‘19939 _.
dop gwmmﬂ_ﬂ *III OV “WNTINIT3 VOAGZSTH 405 D-dOTaAsp adan
"~ sanb M Tox 9 QA=
i . - TuGo9y BUTPTA WEAQ UOIIOITS aBRITOA-YSTH _
20TSEL xwwL 3xoday patzIsseTomn
‘T8¢l foxg osav 1 *8jax gz ‘sIIqey ‘-enyyl Tour C-dLiY
soymechponsaqy i ‘69 qad ‘3xodax TWULY CFIVINEIVN JOVISOWHV JO
ABmyrejey ¢ DNICTEA WvEd NOWIORTA “2ET-£9-BAL-GSV *ON 39y
Buy TOTYO ‘gdV UOSIjIM

sproN °T STeII23w/I1d ‘UCTSTATQ SEIYRAg TeOTINWUOLIY

UOTIOSTTO0D VIIEY UL °

— — — — e o

SI0 47 Teay °
*g IoUAIAW] ‘urqny
€°I weyTIIM ‘uaay

*uuoy ‘exo0r IOSPUTH
dx07) 3JeIDITY pPOTUn

€9LL-(LS9)LE dv
<o§ owaIWOY °
20TSEL Aowy,

‘1$€L foxg dadv *

~ATIY ‘qw] SOTWEXE) % STV ‘SesSI0Ig B -PTap TUIG-TOXYOIY

;T °

— e — — —— ]

* sanbrugos; Sajuiof Ieqio
03 w3sp poustiqd WIta pum seraxecort Ywyem
~-o2s9q Y3TA PaXedmOO SIan SPTML WESC UOILINTS
943 Jo suoTIN@TIseauy Lixedosd TeOTUNONR DS

oqdexSorreiem 8q3 JO satneey

WOOX 3% POUTMISIND SJan TOeIS IVGU PUES
mIUe3T3 VOAOSTE Jo sapixedoad arysusy wajou
- *d 000T 03 ssmimxedmoy 38 Jupyee;
puaq pus g ooﬁoangﬁag
e11sua) Aq sor3radord TeSTUWUOIM 03 PAQURTEAS *
azaa (oTquorTdde SI0a) JUMIBGXY TWRISYY
pus ‘uoTIBUIqEODd JUTOl ‘SBADOTRI TWIXeIIN

Teuzequy

Uo®e JO SPTaA 33N °SUOTINUTQEGD JNMENEIS
TeRIou3/PTea JO AwiIea v Bupieey puw Supprea

£q oy9a PUe YOAOSTH &3 Ul pajelitiseent
syrmmIpesy

aran (Burgsexy 1maq puw Buyde
TORIY JO $309Ja Y ~WmITT:

yout J..q\o.o pue fusysBuny o3 PIPTIN WMITWITI

$5° O-mnuspqATow 943 X0 Y24y £00°0
‘YouT 0500 ‘UouT QOT*0 {19938 JVHI o4y

9out 060°0 PUP USKY 062°0 {WmyUe3T3 VOACSW

&l

_
i
|

Q3 40 WOUT GZT*Q JO SILEIWITYR [EIXSIWR _

ul paonpoxd azaa sprem ‘wnirrireq pue
‘usgsPuny 03 ENTURITI §5° O-WRPGLTON ‘Teess
IV9a “@nTus3ls YyOAOSW 407 padorasdp axsa

senbluyoey BuTPTIn WBIq UOIIOSTe aPWITCA-USIH _

xoday patIsseIow]

‘8jax 9Z ‘satqwa ‘oemyyy Touwy ‘-diit

‘69 qad ‘3rodex TRUTY “SIVINEIM SOVISONEV 20
ONIQTEA WYEY NOHIOZIE °*2CI-£9-WaI-asv "o 3%
*OTHD “GdV TOSIa3INY

-3BTan ‘qu] soTEIw) § sTwIM ‘seescootd % |

STREIIW(/I1q ‘UOTSTATA Yua3sly TROTHBUOISY

— —— —— —— — —— ——— ———— q———

_




